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_ ELECTRICAL TRANSFORMERS

CUSTOM PRODUCTION FACILITIES
CONTROL, POTENTIAL, CURRENT AND DISTRIBUTION TRANSFORMERS

In addition to the industrial electronic group of trans-
formers listed in this Catalogue, HAMMOND produces
a popular companion line of electrical transformers
which are displayed in the electrical catalogue. Ask for
Catalogue Series 70 and Engineering Bulletins. These
two standard lines, available from stocking distributors
coast to coast, and stocked in depth at the factory
are designed to satisfy a majority of applications con-
fronting design and construction people. Where a stan-
dard product cannot be used, our custom facilities,

Type D — Control Trans. : : .
" which are described below, are at your service. Type Q — Single Phase

25 to 100 VA
0.5 KVA to 25.0 KVA
Outdoor Dry Type
Control & Distribution
600 & 480 V Tapped Primaries
120/240 Volt Secondaries

Type F — Single Phase 3 to 75 KVA
Indoor Dry Type Distribution Transformer
Class B & H insulation.

Type H — Open Indoor Dry Type Type E — Enclosed Indoor Dry Type
Control Trans. 25 to 5,000 VA Control Trans. 50 to 5000 VA

Avtotransformers
240/120 Volts 150 to 3000 VA
208/230 Volts 0.50 to 10 KVA

Type K — 2 to 225 KVA
Type CW — Current Trans. _ Indoor Dry TypeDistribution Transformer Type QT — 3 Phase 9, 15, 30, & 45 KVA
with Rectangular Window Type CP — Current Transformer 240 or 120/208 Secondaries OQutdoor Dry Type Distribution Transformer
100:5 to 1200:5 AMP. with Primary Bus. 200:5 to 1200:5 AMP, Class B, F & H Insulation 208/120 Volt Secondaries

CUSTOM TRANSFORMER FACILITIES
Pl For OEM's and industrial customers, the HAMMOND factory produces many custom de-
S signed transformers for use in electronic circuitry. Engineering experience acquired while

producing over 100,000 different types enables us to provide fast design and production
service on your particular requirements. Our product range extends from smali pulse
units up to heavy single and three phase rectifier transformers. Our factory staff is
highty skilled and specially selected to insure emphasis on quality. The devices display-
ed here are typical. We welcome your enquiries during the initial design stages. Send

Military — Aerospace High Reliability for ors . . .
severe environments. v your specifications for a prompt quotation. (See page 29 for required data.)
Hermetically Sealed, Encapsulated
or epoxy vacuum cast. é &
In Plant QA. to MIL-T-27

Pot Cores & Ferrites.
For high frequency use.
Compact open, encapsulated
or cast with p.c. pins.

Saturable Reactors — Open or Enclosed
Single Phase to 150 KVA
Three Phase to 300 KVA

\ Open Type — Bulletins 5245, 5264, 5274
Heavy Rectifier and Plate Trans. Enclosed Type — Bulletins 5020, 5275

High Voltage Trans. Open core & coil designs. For regulated power supplies, electric
Testing, Isolation, X-Ray, Filament Single Phase up to 150 KVA heat control. Technical Bulletin 5245

Toroidal Products. Open Dry Type to 20 KV rms. Bulletin 5277. describes principles.
From 0.4’ O.D. vp to 17 O.D. Oil Filled up to 100 KV rms. Three Phase up to 500 KVA Magnetic Amplifiers also available
Open or encapsulated. Bulletins 5110 and 5309. Bulletin 4650. Bulletin #5185.

Hammond Products are continually being revised and improved, to use the best materials available. For this reason, Hammond Manufacturing Company Limited reserves the
right to modify existing electrical or mechanical characteristics of any catalogue item without notice.
Dimensions shown in this catalogue are nominal, subject to normal manufacturing tolerances. Transformers and chokes require some clearance for adequate ventilation.
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| HAMMOND | INDEX
TRANSFORMER SECTION

Type—Description Page

Auto, audio maiching ........................ 6,13
tine adjusting ... 33,34

Audio, bridging ... 14
broadcast ... 14,15
input ... 7,9,10,11,12,14,15
interstage/driver .7,9, 10, 11,12, 14,15
hybrid . . 10, 14,15
line isolating . TSV T o 15
line matching ... 13,15
to speaker ... 7,13
low profile ... ... ... ... 14
miniature ... TR 8,9, 11
output ... 6,7,9,10,11,12,14,15,16
sound distribution
vltra linear ... ...
blocking oscillator

Chokes, filter ... ...
heavy current U
high voltage .
radio frequency ...
shielded, swinging ...

Control & Current ... ...
Converter ...
Demagnetizer, Tool ...
Demonstration ................. .
Distribution . ...
Educational TR
Encapsulated ... .. ...
Epoxy Vacuum Cast ... ..2,4,9,14,23
Ferrite core products .............. EUTPTTRROYoN 2
Filament, low voltage ... ...18,19,20

high voltage ... 21,23
High Voltage, special; hermetically sealed .2
Inactive ... ... 17
Intercom .. 7
Inductors, miniature; inverter . 29, 30
Isolating ... ... 2,34
Line Isolating and Adjusting ........33, 34, 35

CABINET SECTION
Accessories, cabinet and console. 40, 41, 48
Baffles, ceiling ...
Blowers, intake, exhaust .................
Boxes, Panel, Type 1, 4, 12.........

push button type 12 .................
wiring type 12 ...

Cabinets, component
dust tight . ... .59
equipment ...
floor rack, enclosed
floor rack, moduiar
general purpose ...
low silhouette ...
oil tight ...
sloping front and ventilated ... 53
speaker, table and wall ................. 56
storage, industrial ... .43
table rack ... ... ..42,55
type 1,4, 12 59
universal parts ... R 55
wall and swingout ......... .43, 55
water tight .. ... U 59

Carrier, equipment parts ..... . .36, 37
Cases, component ventilated ................ 59

handy .. 52
instrument and miniature ... 54
meter ...

sloping front ...............
utility ... ISUUUTTUUSTO . .

Casters ... .
Chassis, aluminum and steel ... . 51, 52

bottom plates ...
covers, ventilated .. .
depressed
heavy-duty trays ...
miniature ...

Consoles, enclosed ... OO
modular 44
pedestal, half & full desks ... ... ... 38

Type—Description

Line Voltage adjuster ......................
Mag Amps, Special ... .
Main ...
Microscope llluminator
Military—special designs ... .2
Mountings ... 4,5
Multiple Secondary, multi-tap secondary. 21
Oscilloscope, high voltage ...
Plate ...
Pot Core Devices, potential
Power, 60 cycle ... . ... .. 17,22, 23,24,25

400 cycle ... .20
low profile

Printed Circuit, open and cast. .. 4,8,9,10
Pulse .. 2,31
Reactors, filter ... ... 27,28

saturable ... 2
Rectifier, low voltage ... . 18, 19, 20, 22

high voltage ... ... 2,21
heavy current special 2

Research ... ... ... ... 32
Shielded & Mumetal . ... .. 4,11,14
Types CW, CP, D, E, F,H, K, Q QT ... 2
SPECIAL TRANSFORMERS . ... ... . 2,29
Switching ... .. ... .. ... 30
System matching ... ... ... ... 13
Tape eraser ...l
Technical Data
Testing ...
Toroidal Products

miniature .
Transistor, general purpose .. ... ... 10, 12

high power ... 12
Trigger ... . 31
Tube Checker ... .. 21
Ultralinear ... 16
Vertical Output, blocking oscillator ........ 24
X-Ray .2

Covers, chassis ventilated ...
Custom Production facilities ...
Dolly, cabinet ... .

equipment
oscilloscope ...

Drawers, turntable, utility
Filter Coat ... ... ..
General Purpose, type | ...
Hardware, miscellaneous ..................... 58
Industrial ...
Inactive ...
Laboratory Bench Cabinet ...
Modular racks ... .
Panel adapters ... 49
Panels, aluminum and steel ............ 49, 50

access door ...
depressed chassis ...
enclosures ... ...
formed ... ...
speaker ... .. .
switch
utility
ventilated and baffle ... ... ... . 47

Plates, bottom ... ... . 51
Printed Circuit Card Rack ... ... 46
Project Stand, mobile. ... 37
Racks, p.c. card

cover, dust ...
modular cubicle ... ...
relay, floor
relay, table

Shelves, draw out writing
equipment ...

Tables, equipment ...
Tool stand, mobile ..................... -
Tote truck, warehouse .............. RUTUT
Turrets JE TP 39

Series

147, 8, 9
153,4,5,6,7,8,9....... 27

610, 11,
621, 2
71010795 .. . 26
800, 850 ... .. . . 4,15
900 ... ...
1100 ... .
1500
1600, 50 ...
1700 ..o



TRANSFORMER 1

MOUNTINGS HAMMOND
The following two pages describe popular mounting systems which are used in HAMMOND transformers and developed
during 44 years experience in production of transformers and reactors for industry. They are used when producing special
devices to your specifications. (Many others are also available.)

( OPEN HORIZONTAL and VERTICAL BRACKET
e Used for small audio and filament transformers and reacters where shield-

ing is not important.
Economical open core and coil construction.
Formed bright zinc finished steel bracket with two-hole mounting.
Flexible leads or lugs for connections.
Horizontal, vertical or miniature versions used depending on space avail-
able.
May be encapsulated or supplied less mounting feet on special order.
Bulletins 5043 and 5044 give dimension data of available sizes.

ENCAPSULATED

OPEN PRINTED CIRCVUIT
A miniature El or EE lamination mounting for printed circuits.
Economical open core and coil construction.
Solid tinned copper leads /2" long on 0.1” grid.
Seven core sizes available with p.c. leads.
14" lamination and over are mounted by means of two clinching lugs.
Encapsulated versions available on special order.
Bulletin 5272 gives dimension data of available sizes.

LUG MOUNT

VACUUM EPOXY RESIN CAST
® Vacuum epoxy-cast construction produces a completely sealed transformer,

withstanding severe environmental conditions.
® Epoxy materials improve heat dissipation and allow more compact sizes.
® Pin terminals V2" long on standard 0.1 grid for printed circuit construction

or subminiature devices.
® Available on special order to meet MIL-T-27.
® Bulletins 5361 and 5372 give dimension data of available sizes.

MUMETAL CASE
® Heavy drawn Mumetal case for maximum shielding of low level audio

input or bridging transformers.
Hermetically sealed for consistent characteristics and long life.
Smooth grey enamel finish.
Two convenient 6-32 mounting studs 0.38” long on 0.94 centres, 1.41”
0.D., 1.94" high.

® Modern, turret head, solder terminals 0.22" long.

800 & 850 SERIES
e Hermetically sealed for consistent characteristics and protection of broad-

cast quality transformers.
e Modern, rigid deep drawn steel case with smooth grey enamel finish, 1.75”

wide, 1.25” deep and 1.65 or 2.56” high.
e Two convenient 6-32 mounting studs on 1.31” mounting centres.
® Multi-terminal header for convenient solder connections — 0.22” long.

TOROIDAL DEVICES
® For transistor power supplies, current transformers, and high Q filter induc-

tors up to 200 KHz.
® Available in open varnish impregnated designs with flexible leads, p.c.

pins or epoxy cast styles with solder lugs.
® May be convenienly mounted with a single bolt.
e Standard powdered or strip wound core materials are used.
® Toroid minimum inside diameter is 0.10”, maximum outside diameter 17.0”

maximum coil height 7.0,
EPOXY CAST VARNISH IMPREGNATED ® Bulletins 5364 and 5365 give dimension data on s'randard sizes.

Refer to the table on Page 29 for the data required when ordering or specifying special transformers.
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TRANSFORMER
MOUNTINGS & DEFINITIONSHAMMOND

OPEN TYPE H
Heavy current choke, reactor, filament, control or power transformer mounting.
For OEM or replacement use inside other housings — occupying minimum space.
Economical 4 slot mounting, open core and coil construction.
Rigid, steel end frames with 4 through bolts.
Dull black enamel finish.
Lugs or flexible leads.
Bulletin 4651 gives dimensions of standard sizes. Vertical mounting 4652 using
less panel or chassis space, available on special order.

TYPE X CASE
® Used for medium sized power, filament, line and output transformers, chokes, and reactors

built on 1" to 2" El cores.
Drawn and formed steel end covers with black, baked, smooth semi-gloss enamel finish.
May be produced with knockouts for surface mounting applications.
Convenient four slot above chassis mounting — laminations vertical.
Flexible leads only supplied.
Bulletin 4654 gives dimensions of available sizes.

TYPE Z CASE
® For medium sized power transformer built on 1" to 2" El cores.

® Drawn and formed steel case with black, baked, semi-gloss enamel.
® Convenient four hole above or through chassis mounting. :

® Allows an alternate leakage flux orientation compared to “X” mounting, laminations horizontal.
Flexible leads only supplied.
Bulletin 4653 gives dimensions of available sizes.

TYPE R CASE

® For larger designs of plate transformers and reactors.
® Rugged cast end frames used with 2" to 3” El laminations.

® Bakelite end panel with bolt and nut terminals and ceramic HV bushings.
® Baked enamel finish. ;
® Bulletin 4649 gives dimensions of available sizes.

DEFINITION - INSERTION LOSS
When measured at mid-band, insertion loss is a method of expressing the
efficiency of a device. When measured at other frequencies, it*includes the
droop of the frequency response characteristic. It is the logarithmic ratio of

Rp

power input to power output and is expressed in dB. RS

Insertion loss dB = 10 Iog% vfi Vs SLOAD
For measurement purposes in correctly terminated circuitry this becomes: l l

: _ V,2 R, ,
Insertion loss dB = 10 IOgm

Where R, and Rs are the mid-band impedances of the pri. and sec., V, is the generator voltage and V; is the sec. voltage.

DEFINITION - TURNS RATIO — REFLECTED IMPEDANCE
NsIn a transformer the ratio of secondary turns (N;) to primary turns {N,) is called the turns ratio (n) i.e. n = N

P

If n is greater than 1, we have a step up transformer or if less than 1, a step down transformer, or

\'A— — n and %= n
Vp I

Combining these relations, the turns ratio n = Zs , Also, Z, = -;;— or, the impedance we see reflected at the primary
p

terminals, when the secondary is terminated with Z, is the secondary impedance divided by the square of the turns ratio.

Refer to the table on Page 29 for the data required when ordering or specifying special Transformers.



AUDIO TRANSFORMERS —
OUTPUT & MATCHING
® Economical open bracket mounting (see p. 4 details).
® For general replacement service or OEM use.
® Primary and secondary leads 5 to 6" long.

Cat. t Primary Max, Pri. Max. Core Dimensions
No. Impedance ma dc Watts Size A B C D

SINGLE PLATE TO 3.2 OHM VOICE COIL. 3 to 10 watts

4 25000 15 3 YBx¥s WU 1V ¥ 1%
43 2000 45 3 Bxk 2 Ve 1, 1% \
45 5000 35 3 Bkx¥p 2 1V 1} 1% ;
48 8000 27 3 YBbxI 2 Ve 1Yy 1%
49 10000 25 3 Bx¥% W Ve 14 1% .
53 2500 60 5 V2 x Va 23 14 13 2 .3
54 4500 45 5 Va2 x V2 2% 14 1% 2 3 g
55 5000 45 5 VoxVa 2% 1Va 13% 2 3
57 7000 27 5 Voxle 2% 1V 1% 2 3
59 10000 25 5 VaxVe 2% 1Va 1% 2 .3
63 2500 70 8 Sex ¥ 2%, 1%, 1% 2% 5 Single Plate
64 4500 60 8 Sex ¥ 2%, 1%, 1% 2% 5 To Voice Coil
67 7000 35 8 Sex % 2% 1%, 1% 2% 5
69 18000 20 8 Sex ¥ 2% 1% 1% 2% 5
74 4500 90 10 Yax 3V 1% 1% 2% 1

(%
)

SINGLE PLATE TO 45 OHM LOAD. 7 watts : B ,

61A 5000 60 7 Sax 5% 2% 1% 1% 2% 5

SINGLE PLATE TO 3.2 OHM VOICE COIL. Primary has 3% Humbucking Tap. 5 watts Hum Reducing
52 2500 45 5 VaxVe 2% 1V 1% 2 3

PUSH-PULL PLATES TO 3.2 OHM VOICE COIL. 3 to 12 watts
47 50000 ct 15 3 3% x I8 24 Ve 13 134 .25
58 14000 ct 20 5 Voxla 2% 1Va 13 2 3
65 5000 ct 60 8 S6x 5 2%, 1% 1% 2% 5
66 10000 ct 27 8 Sx% 2% ¥, 1% 2% .5
79 10000 ct 60 10 Yux¥ 3V 1% 1%, 2% i Push Pull
85 5000 ct 70 12 3 x 1 3a 17 Vs 2% 1.25 Plates to
88 8000 ct 60 12 3x1 3V 17 V¥ 2%, 1.25 Voice Coil
89 10000 ct 60 12 Wx1 3V 1% V¥ 2% 1.25 BLUE

PUSH-PULL or SINGLE PLATE UNIVERSAL OUTPUT TRANSFORMERS. 5 to 10 watts
® Only 3 sizes yield primary impedances from 1,200 fo 27,000 ohms, and secondary

impedances from 1.5 to 15 ohms. RED
® Primary leads 5 to 6" long, secondary solder lugs.
e Convenient complete application tables listing 90 precalculated ratios with each

transformer.

125 B 1200 to 25000 45 5 VaxVe 2% 1Va 1% 2 3 BROWN

125 D 1200 to 25000 70 10 34 x3% 3V 1% 1% 2% 1.0 Output

AUTO MATCHING TRANSFORMERS — Wide Range Frequency Response
Cat. + Impedance Core Mtg. Mtg. Wt.
No. Taps Watts Size Type Cts. Lb.

120C 0-3.2-45 ohms 5 Va2 x Va Horiz. Brkt. 2 4
120D 0-3.2-8-16 ohms 5 Va x V2 Horiz. Brkt. 2 .5
120E 0-3.2-8-16 ohms 15 % X Ya Horiz. Brkt. 2% 1
120G 0-3.2-8-16 ohms 40 1x1 Horiz. Brkt. 3% 2.3 . ]

#120H 0-3.2-8-16 ohms 60 1x1V2 Horiz. Brkt. 3%s 2.8 Typical ;
€120J) 0-3.2-8-16 ohms 100 1% x 1Va Type X 2V2x2Va 4.5 120 & 125 Series ‘
t When operating at impedances below nominal, power capability and the frequency spectrum are proporfiqnately

lower; conversely, at higher impedances power capability and frequency spectrum will be proportionately higher.
¢ New Product.

Special designs of these series produced quickly to your specifications.
=



HAMMOND AUDIO TRANSFORMERS

INPUT AND INTERSTAGE REPLACEMENT AND GEHERAI. PURPOSE
® Economical open horizontal bracket mounting (see p. 4 details).
® For general replacement or OEM use.
® Primary and secondary leads 5 to 6” long.

Single
or Grid

D.B. MIC.

Overall Max. L
Cat. Nominal Impedance Turns Ratio Pri. Core Mtg. Wt
No. Application Primary Secondary Pri. to Sec. mA DC Size Cts. Lb.

P.P. Grids111 Plate to Single Grid 10000 90000 1:3 10 34 x 34 2%, 1.0 ng
112 Plate to P.P. Grids 10000 120000 ct 1:312 10 34 X Y4 2% 1.0
113 Plate to P.P. Grids 10000 120000 ct 1:312 10 34 x 34 2% 1.0

130 A Voice Coil to Grid 4 80000 1:140 250 3 x % 134 .25 Plate G,,d132 Line to Grid 500 ¢t 50000 1:10 40 S%x% 2% 5 Voice Coil L.ne
133 Line to Line 500 ct 500 ct 1:1 90 5B x3% 2% b5

119 SERIESSOIIND DISTRIBUTION
® Couples 3.2, 8 or

different power levels without the use of artificial attenuation devices (pots or pads).

not exceed approximately 200V.

8 power output levels available with each transformer.
Low insertion loss over the 100 to 9000 Hz frequency range.
Liberally designed for long life and trouble free service.
Economical open horizontal bracket mounting (see p. 4 details) solder lug terminals.
May be used to couple speakers to 500 ohm or other lines providing peak voltages do

Complete, convenient application tables included with each transformer.

16 ohm speakers to the 25 or 70 volt outputs of modern amplifiers at

® Avutotransformers or two winding transformers available.

Cat. Watt Audio Power Voice Coil Core Mig. Wt.
No. Rating Type Taps Impedance Size Cts. tb.

70 VOLT
119 E 4 Auto 4,3,2,12,1,34, V2, V4 3.2 Va2 x V2 2 Va2
119 F 4 Auto 4,3,2,1V2, 1,34, Va2, Va 8 Vo x Vo 2 V2
119G 8 Auto 8,6,4,3,2, 1‘/2 1, V2 3.2 Y4 x 34 2% 1

119H 8 Auto 8,6,4,3,2,1V2,1, V2 8 34 x 34 2% 1
1191 16 Auto 16,12,8,6,4,3,2,1 3.2 1x1 3% 2V4
119 K16 16 Auto 16,12,8,6,4,3,2,1 8 1x1 3% 2V

€119 K32 32 Auto 32,24,16,12,8,6,4,2 8- 1x1 3% 2Va
119 L 16 Auto 16,12,8,6,4,3,2,1 16 Ix1 .. 3% 2Va
119 M 4 2Wdg 4,3,2,1V2,1,3%, V2, Va 3.2 Vax Va 2 Va

119 N 4 2Wdg 4,3,2,1V2,1,3%,V2, Va 8 Vax Va 2 V2
1190 8 2Wdg 8,6,4,3, 2,1 /2 1,V 3.2 Y4 x Ya 234 1
119P 8 2Wdg 8,6,4,3,2,12,1,V 8 34 x ¥4 2% 1

25 VOLT

119 Q 4 Auto 4,3,2,1V2, 1,3, V2, Va 3.2 V2 x Va 2 Va2
119R 4 Auto 4,3,2,1V,1, /4 Va, Va 8 Va x V2 2 Va
119§ 8 Auto 8,6,4,3,2,12,1, V2 3.2 34 x ¥4 234 1
1197 8 Auto 8,6,4,3,2, 1‘/2, 1, V2 8 Y4 x ¥4 234 1

*119 V16 16 Auto 16,12,8,6,4,3,2,1 8 %4 x 34 2% 1
4119 V32 32 Auto 32,24,16,12,8,6,4,2 8 34 x 1 234 14

25 and 70 VOLT
SYSTEMS

Bracket mitg.

Auto

2 Winding

8 or 16 OHM - OUTPUT TO 70V OR 25V LINE
® Autotransformers for use with 1650 series high power output transformers on P.16 to pro-

vide a 25V or 70V line and also suitable for reverse operation at speaker location.
® Available with 8 or 16 ohm taps at maximum wattage output.
® Frequency response 50 Hz to 10 K Hz.

Max. Watts Line Mtg. Core Mtg. Wi,
Cat. No. Output Qutput Type Size Centres Lb.

4119 Y30 30 70 & 25v Bracket 1x1 3% 2.4
€119 Y60 60 70 & 25v X Mtg. 1x 12 2V x 2V4 3.3
+119 Y100 100 70v only XMig. 1Vax1la 2Vex2V 4.7
€119 Y250 250 70v only X Mtg. 1Va x2 22 x 3 6.7

¢ New Product

Special designs of these series produced quickly to your specifications.

119 Y SERIES



AUDIO TRANSFORMERS
MINIATURE TRANSISTOR HAMMOND

For use in miniature transistor circuitry.
Pin type printed circuit mounting.
Rugged black epoxy cast construction produces a completely sealed unit withstanding
severe environmental conditions. (See p. 4 details.)

® Available on special order to MIL-T-27. (Grade 5, Class S).
e Bifilar winding technique used on centre tapped units for balanced resistive and capacitive

characteristics.
® For open printed circuit mounting types, refer to the factory.

Cat. *Nominal Impedance Nominal Resistance Useful Impedance Range
No. Primary Secondary Primary Secondary Pri./Sec. to Pri./Sec.

€101 D 300ct 600 ct 42 96 150/300 600/1200
®101F 600 ct 600 ct 78 96 300/300 1200/1200
¢101H 1200 ct 600 ct 140 93 600/300 2400/1200

— 0.40 — +101J 2500 ct 600 ct 300 92 1250/300 5000/1200
¢101P 300 ct 50 ct 42 7.5 150/25 600/100

T O OO0 ®101R 600 ct 50 ct 78 7.5 300/25 1200/100
0.40 0.30 4101 T 1200 ct 50 ct 140 7.5 600/25 2400/100

00 O €101V 2500 ct 50 ct 300 7.5 1250/25 5000/100

4_*01\0'11_‘ NOTES * Secondary may be used as primary and primary as secondary
— Power level: 30 mW @ 400 Hz, 60 mW @ 1 KHz

Height 0.29” — Frequency range at + 3 dbm is 300 to 100 KHz == 0.5 db
Pin Dia. 0.02" — Frequency range at -4~ 10 dbm is 400 to 100 KHz = 0.5 db

Pin Length 0.50" — Frequency range at 4 15 dbm is 500 to 100 KHz == 0.5 db
Net Wt. 0.1 oz. — All frequency measurements with no D.C. saturation

R

141 SERIES
® Economical version of the 142 series with pins for P.C. mounting.
® Special miniature light weight core.
® Low height to facilitate high card densities.
® Frequency response 200 to 50 KHz at the 2 db point.
® Insulation test 250 v rms.

Cat. Nominal Impedance -~ Max. Pri. D.C. Resistance ohms Output - %
No. Primary Secondary D.C. mA Pri. Sec. Miltiwatts

4141 B 200 K 1000 0 3775 85 4
€141 D 3000 ct 1000 ct 1 120 51 150
141 F 25K 50 2 1645 65 100

— 212k f- 0.6 ~ ®141 H 600 ct 600 ct 2 32 45 150
Pin Dia. 0.02"” Pin Length 0.50” €141 M 30K 1200 ct 2 1100 47 100

Net Weight 0.6 oz. *141P 1200 ct 8 2 50 0.45 150

142 SERIES
® Economical open, 2 hole, horizontal special strap bracket mounting. N
® Insulated flexible leads, 3" long — colour coded. b
® Special, miniature, light weight core.
® Frequency response 200 to 50 KHz at the 2 db point.
® Insulation Test 250 v rms.

DC Resistance

Cat. Nominal Impedance Max. Pri. in Ohms Ovtput
_.1 No. Primary Secondary DC MA Primary Secondary Milliwatts

142 B 200000 1000 ) 3775 85 4
. 142 F 25000 50 2 1645 6.5 100
1 142K 25000 1000 2 1075 45 100

'T_—L)—\\—,_oé _TI’ 142 M 30000 1200 ct 2 1100 47 100
¢/ N\ J vo1492Q 1200 3.2 5 84 0.5 250

Mounting Centres 1.06 142 R 1200 50 5 84 7.5 250
Net Wt. 0.6 oz. 142 T 1200 ct 3.2 10 per side 84 0.5 250

€ New Products

Special designs of these series produced quickly to your specifications.

(U
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AUDIO TRANSFORMERS

l HAM MON D EPOXY CAST — PRINTED CIRCUIT
® For use in miniature (solid state) circuitry.
® Pin type printed circuit mounting. @ Insulation test 250 V rms,
® Bifilar winding technique used on centre tapped

units for balanced resistive and capacitive characteristics. :
® Rugged black epoxy cast construction produces a completely sealed unit withstand- |

ing severe environmental conditions including those of MIL-T-27. (See p. 4 details.) ‘
® For open printed circuit mounting types, refer to 148 or 149 Series p. 10. 102 SERIES
® For smaller cast units refer to 107 Series p. 8. o 57 ]

Cat. Nominal Impedance Pri. D.C. D.C.Res. * Output ¥ Freq. [ )
No. Application Primary Secondary MA.Y Primary Secondary Milliwatts — 1db T ° ° —¥

102B Input 50 1500 0 4 95 20 310 0.57 04
102D Input 600 1500 0 48 95 20 310 o o o|—L
102 H Interstage 2000 500 ct 5.6 341 62 20 310

102J Interstage 6000 2000 ct 2.8 900 260 20 310 *{02‘MP
102 K Interstage 10000 2000 ct 2.5 1585 260 20 310 Height 0.50"

; Pin Dia. .025", Length 0.5”
t For 1.5 db or less Insertion loss at 1000 Hz. Net Wt. 0.32 oz.

104B Input 150 80000 0 6.6 3730 5 60
104 F Interstage 1500 500 ct 8.0 11 24 35 200 104 SERIES
104 G Interstage 3000 1000 ct 5.6 265 53 35 200 0.86

104H Interstage 10000 2000ct 3.2 675 89 35 200
104 K Interstage 20000 1000 ct 2.2 790 125 35 200 T o o o
104L Interstage 25000 600 ct 2.0 1890 25 35 200 o070 _o*;
104 Q Output 500 ct 3.2 6 27 0.4 500 200 ' A
104 R Output 500 ct 8 6 27 0.9 500 200
104S Output 600 ct 150 ct ) 47 10.6 500 200P —-‘0.2‘0.2’-7
1 Insertion Loss is 1 db approx. Height 0.72"

Pin Dia. .025", Length 0.5"
Net Weight 0.8 oz.

106 C Input 50000 1500ct O 2400 52 10 60
106 D Input 200 K 1000 0 1970 33 5 50
106 E Input 600 ct 600 9 65 83 500 150 106 SERIES
106 F Interstage 2000 500 ct 14 148 17 150 215 o 108 —
106 G Interstage 4000 600 ct 10 340 24 150 215106 H Interstage 4000 2600ct 10 340 100 150 215 T °o o o o T
106 J Interstage 10000 2000ct 6.5 700 89 150 215 058 o
106 K Interstage 15000 200 ct 5.0 850 10 150 215 b )
106L Interstage 20000 1000t 45 1180 50 150 215 ol
106 M Interstage 20000 2000ct 4.5 1180 89 150 215
106 @ Output 48 ct 3.2 32 2.4 0.3 1500 170106 R Output 48 ct 8 32 2.4 0.7 1500 170 ”‘“‘”'M}“
106 S Output 100 ct 3.2 22 4.4 0.3 1500 170 Height 0.85"
106 T Output 100 ct 8 22 4.4 0.7 1500 170 Pin Dia. .032", Length 0.5"
106 U OQutput 250 ct 3.2 14 11 0.3 , 1500 170 Net Wt. 1.45 oz.
106 V. Output 250 ct 8 14 1 0.7 1500 170
106 W Output 500 ct 3.2 10 26 0.3 1500 170
106 X Output 500 ct 8 10 26 0.7 1500 170
106 Y Output 4000 ct 3.2 3.5 220 0.3 1500 170

"~ 1 Insertion Loss is 1 db approx.

NOTES

O Approximate frequency in hertz at which the output, at rated load and D.C. unbalance, is 1 db below the 1000
hertz rating. The High Frequency roll-off point exceeds 20 KHz (Above 35 KHz in most types).

* Resistance tolerance == 15%.
J/ Where primary is centre-tapped, this figure is the maximum unbalance.
— Overall dimensions are maximum; pin spacings are = .010".
t When operating at impedances below nominal, power capability and the frequency spectrum are proportionately lower;

conversely, at higher impedances power capability and frequency spectrum will be proportionately higher.

Special designs of this series produced quickly to your specifications.



AUDIO TRANSFORMERS
OPEN PRINTED CIRCUIT

TRANSISTOR TRANSFORMERS
® Designed for printed circuit mounting by means of pins (148 series) or by clinching lugs (149 series).

HAMMOND

® Economical, light weight, horizontal bracket designs. (See p. 4 details.)
® Solid tinned copper leads .032 dia., 0.5” long on 0.2” grid.
e Bifilar wound centre tapped and split wound units for balanced capacitive and resistance characteristics.
® Frequency response 200 to 15,000 Hz (—1 db reference 1000 Hz).
® |nsertion loss less than 172 db. @ Insulation test 250 V rms.
e Total distortion approximately 2% for drivers and 1% for outputs at 200 Hz decreasing at higher frequencies.
® For rugged epoxy cast type of printed circuit mounting refer to 102, 104 or 106 Series p. 9.
® Approx. Weight — 148 series 0.6 oz. — 149 series 1.0 oz.

PIN MOUNTED
Supply Volts §

Cat. Nominal Impedance DC Resistance * Pri. DC Output For
No. Application Pri. Sec. Pri. Sec. ma t Milliwatts Rated Output

148 A Input 150/600 600/2400 45 300 1.9 300 —_
148 B Input 150 400/1600 11.3 200 3.8 300 _
148 C Input 50,000 250/1000 1760 25.4 0 12 —_
148 D Input 200 K 1000 1760 6.2 0 3 —_
148 E Driver 500 125/500 79 60 18.0 75 10
148 F Driver 1500 125/500 220 58 11.6 75 17
148 G Driver 2000 250/1000 313 107 9.3 75 20 .

ACTUAL SIZE 148 H Driver 3000 250/1000 480 107 7.5 75 25
148 J Driver 4000 250/1000 520 102 6.5 75 28
148 K Driver 4000 500/2000 540 230 6.5 75 28
148 M Driver 6000 500/2000 850 230 5.3 75 35
148 Q Driver 10,000 500/2000 1700 238 4.1 75 45
148 R Driver 20,000 250/1000 2230 123 2.4 50 52
148 T Output 500 ct 3.2 41 0.34 2.1 300 10
148 V Output 600 ct 150 ct 45 14 1.9 300 11
148 W Ovutput 1200 ct 3.2 137 0.34 1.4 300 16
148 X Output 4000 ct 3.2 380 0.34 0.8 300 28
148Y Output 5000 ct 500 ct 410 52 0.7 300 32
148 Z Output 8000 ct 3.2 840 0.34 0.5 300 40

Supply Volts §
Cat. Nominal Impedance DC Resistance * Pri. DC Output For
No. Application Pri. Sec. Pri. Sec. ma Milliwatts Rated Output

149 C Driver 160 20/80 24 6.5 56 200 9
149 E Driver 300 30/120 4] 9.7 42 200 12
149 F Driver 450 40/160 52 19 33 200 15
149 G Driver 600 150/600 92 58 29 200 18
149 H Driver 1000 60/240 155 24 22 200 22
149 ) Driver 1600 100/400 248 37 18 200 28
149 K Driver 3000 200/800 445 85 12 200 39

ACTUAL SIZE 149 M Driver 6000 250/1000 760 114 9 100 39
149 Q Output 200 ct 3.2 19 0.4 7 1,000 11
149 R Output 400 ct 3.2 34 0.4 5 1,000 16
149 S Output 600 ct 150 ct 53 17 4 1,000 20
149 T Output 600 ct 600 ct 53 70 4 1,000 20

4149 U Output 150/600 8 53 85 4 1,000 20
4149V Hybrid 600 ct 300/1200 53 63 4 1,000 20

(2 req'd) for use in hybrid circuit
149 W Output 1600 ct 3.2 135 0.4 2.5 1,000 32

NOTES

¢ New Product.

* Resistance values are for total windings and tolerance is = 15%.
— On four terminal transformers, centre pins are omitted.
t Output transformers — this figure is the maximum unbalance.
§ Supply volts based on 75% efficiency for 148 series and 80% for the 149 series.

When operating at impedances below nominal, power capability and the frequency spectrum are proportionately lower
conversely, at higher impedances power capability and frequency spectrum will be proportionately higher.

Special designs of these series produced quickly to your specifications.



AUDIO TRANSFORMERS
HAMMOND MINIATURE & TRANSISTOR

MINIATURE SHIELDED INPUT TRANSFORMERS
® OEM and replacement use in intercoms and small amplifiers. ® Insulated leads 5 to 6”.
® Heavy drawn steel case for proper shielding — low hum pickup.
® Frequency response 70 to 11,000 Hz (—1 db).

Cat. Nominal Impedance Overall Turns Ratio
No. Application Primary Secondary Pri. to Sec.

140 SERIES
140 A Voice Coil to Single Grid 4 60000 1:122 .
140 B Dyn. MIC. to Single Grid 30 60000 1:45 Weight 2 oz.
140 C MIC. to Single Grid 50 60000 1:34.5 Dimensions
140 H Bridging Line to P.P. Grids 10000 40000 ct 1:2 Diameter 13", Height 1"
140K MIC. to Single Grid 150 60000 1:20 Mtg. Cts. 114"
140 M CRYS. MIC. to Base 100K 1500 8:1 Tolerance == X"
T40 N Dyn. MIC. to Base 50 1500 1:5.5 Insulation Test 250 V. rms
140 P Line to Base 150/600 600/2400 1:2

€140 Q Line to Line 600 ct 600 ct 1:1

MINIATURE TRANSISTOR TRANSFORMERS
® Light weight, open, 2 hole horizontal bracket mounting. (See p. 4 details.)
® Insulated colour coded flexible leads 4” long.
® For experimental, OEM or replacement applications.
® For similar printed circuit devices refer to 148 Series p. 10.
® Frequency response 150 to 15,000 Hz (—1 db reference 1000 Hz.)

Cat. Nominal Impedance D.C. Resistance * Primaryt Output
No. Application Pri. Sec. Pri. Sec. D.C. MA. Milliwatts

143 SERIES
143 B Input 3.2 4000 0.4 245 0 15
143D Input 200K 1000 5700 34 0 25 BLUE GREEN
143 H Driver 1500 500 ct 111 24 4 30

143) Driver 3000 1000 ct 265 53 2.6 30
143 1L Driver 10000 200 ct 720 9 1.5 30
143 N Driver 10000 2000 ct 720 . 89 1.5 30 RED BLACK

143 P Driver 20000 1000 ct 830 125 1.1 30
143 R Driver 25000 600 ct 1890 25 1 30

BLUE GREEN
144 SERIES | | BLACK

144 B Output 200 ct 3.2 10 0.4 10 150
144D Output 300 ct 3.2 15 0.4 9 150
144 F Output 500 ct 3.2 27 0.4 6 150 RED YELLOW

144 G Output 500 ct 8 27 0.9 6 150
144 H Output 500 ct 50 28 7.3 6 150
144 Output 600 ct 150¢t 45 8.2 6 150 BLUE GREEN
144 ) Output 1000 ct 3.2 56 0.4 4 150 RED
144 K Output 2500 ct 3.2 144 04 3 150
144 P Output 10000 3.2 575 0.5 5 50

144 Q Output 10000 8 575 0.9 5 50 BROWN BLACK
144 R Qutput 20000 3.2 1240 0.5 3.5 50 .

Weight 0.5 oz144 S Output 20000 8 1240 0.9 3.5 50 Core Size 3, x ¥,

Mtg. Cts. 14" = K"

. Overall dimensionsNew Product. 15, x %, x 4, high = "

t For output transformers this figure is maximum unbalance. .
. Lo . Insulation Test 250 V. rms

Total winding resistance = 15%.

When operating at impedances below nominal, power capability and the frequency spectrum are proportionately lower;
conversely, at higher impedances power capability and frequency spectrum will be proportionately higher.

Special designs of these series produced quickly to your specifications.



AUDIO TRANSFORMERS
TRANSISTOR

MINIATURE TRANSISTOR TRANSFORMERS

HAMMOND
® Economical open, 2 hole, hori- cor Nominal Imoed D.C. Resist Ma;- mA O’ta:fiuf ;

: at, ominal Impedance .C. Resistance* ri. or illi- ’?;enefa;‘b;a;:éh:)ounhng' . No. Application Primary gecondary Pri. Sec. Unbal. Watt d
® Insulated flexible color coded 145 A Driver 100 200 ct 14 19 45 100

leads 3" long. 145B Driver-Output 600 600 52 67 18 100
® Frequency response 145C Input 50000 1500 ct - 2400 52 1 .50

150-15,000 Hz minimum 145D Input 200K 1000 3600 33 0.5 10
. (F—] g%vl\'ef. 1000 Hz)T. | 145 E input-Output 600 ct 600 ct 65 83 5 200

or , experimental or .L g 145F Driver 600 200 ct 45 9 20 135
replacement applications. 145G Driver 2000 200ct 140 9 12 135

145H Driver 2000 500 ct 148 17 12 135
1451 Driver 4000 600 ct 340 24 8 135
145K Driver 4500 1500 ct 360 60 7.5 135
1451 Driver 4000 2600 ct 340 100 8 135
145N Driver 10000 2000 ¢t 700 89 5 135
1450 Driver 15000 200 ct 850 10 4 135
145P Driver 20000 1000ct 1180 50 3.5 135
145R Driver 20000 2000ct 1180 89 3.5 135

BLUE GREEN BLUE 146 B Output 48 ct 3.2 2.4 0.3 20 700
RED 146 C Output 48 ct 8 24 0.7 20 700

146D Output 100 ct 3.2 4.4 0.3 14 700
146 E Output 100 ct 8 4.4 0.7 14 700

RED BLACK BROWN 146 F Output 250 ct 3.2 1 0.3 8 700
Core Size Va x V4 146 G Output 250 ct 8 1 0.7 8 700

Mtg. Cts. 135" + K" 146 H Output 500 ct 3.2 26 0.3 6 700
Insulation Test 250 V. R.M.S. 146 i Output 500 ct 8 26 0.7 6 700

"Total Winding Resistance == 15% 1464 Output 1000ct 3.2 56 0.3 4 700
eI%XW?gzrlqé.:?: += Ks 146 M Output 2000ct 3.2 97 0.3 3 700

146 N Output 2000ct 8 97 0.7 3 700
For printed circuit applications 146 R Output 4000 ct 3.2 220 0.3 2 700

. refer to 149 series P. 10. 146 S Qutput 4000ct 8 220 0.7 2 700
L ]

HIGHER POWER TRANSISTOR AUDIO TRANSFORMERS
® Economical open bracket, enclosed “type X“, or open “type H” mounting. (p. 4 & 5 details). ® Silicon steel cores. ;
® [nsulated flexible leads, 6 to 8” long, or solder lugs. j
® For OEM, experimental or replacement use in larger amplifiers and transmitters.

D.C. Resistance Max. mA Max.
Cat. Nominal Impedance + 15% Pri. or Freq. Resp. Watts Mtg. Core Wt.
No. Application Primary Secondary Pri. Sec./ Unbal. —2db Output Type Size Lb.

147 B Input 200 200 19 22 80 100-10KHz 0.5 BRKT 38 x 3 Va
147D Driver 12 100 ct 33 24 500 170-15KHz 1.0 BRKT 3gx 12 Va S
147 E Driver 100 100 ct 10 8 100 100-12KHz 5.0 BRKT %6 x % V2 3
147 G Driver 5000 3000 ct 80 75 2 50-20KHz 0.015 BRKT Vax V2 Va
147 ) Output 26 3.2 25 0.6 600 100-20KHz 3.0 BRKT Vax 12 Va
147 K Output 48 ct 3.2 3.0 035 12 100-20KHz 3.0 BRKT Vax V2 Va
147 L Output 125c¢t 8 1.84 0.48 9 50-12KHz 1.0 BRKT Vax V2 V3
147 N Output 8 ct 8 ct 0.14 0.14 55 70-10KHz 5.0 BRKT % x %8 V2
147 P Output 20 ct 4/8/16 0.8 0.8 25 60-15KHz 10 BRKT 34 x %
147 Q Output 32 ct 4/8/16 1.2 0.8 27 60-15KHz 10 BRKT 34 x ¥ 1
147 R Output 48 ct 4/8/16 1.8 0.8 22 60-15KHz 10 BRKT 34 x 34 1
147 RD Output (Auto) 60 8 28 — - 120-20KHz 5.0 BRKT 34 x 3 1
147 RF Output 830 8 83 1.0 110 50-30KHz 4.0 BRKT %4 x % 1
147 RH Driver 1600 100/100 50 126 35 35-20KHz 1.0 BRKT %4 x 3 i
147 RK Driver 750 80/80 24 6.4 52 35-20KHz 1.0 BRKT 34 x % 1
147 RL Driver 1800 50/50 65 7.0 34 30-20KHz 1.0 BRKT 3ax3 1
147 RM Driver 24 6ct 3.1 038 500 35-30KHz 1.0 BRKT 34 x % 1
147 S Output 18 ct 4/8 0.5 0.2 60 50-20KHz 20 X 1x1V4 3 B
147 SG Output 600ct 8/16 30 038 7 45-20KHz 25 H Tx1Va 3 i
147 7J Output 600ct 8/16 26 0.68 8 55-20KHz 35 H Vex1Va 3
147U Output 16 ct 4/8/16 0.2 0.27 85 50-20KHz 35 X 1Vax1Va 4V2
147 UB Output 5ct 8/16 0.17 0.64 96 50-20KHz 50 H 1Vax1V2 5
NOTE — Output audio transformers having CT pri. and CT sec. may be used to couple PP DRIVER to PP OUTPUT. ,

/ Total secondary resistance of the split windings connected in series. Lo ” i



AUDIO TRANSFORMERS
HAMMOND | LINE MATCHING

These unique line matching transformers have been assembled functionally for emphasis and ease of selechon Special
designs of these series can be produced quickly to your specifications.

LINE TO SPEAKER (VOICE COIL) TRANSFORMERS
Cat. Watt Primary Secondary Core Mtg. Wi,
No. Rating Impedance Termination Impedance Termination Size Cts. Lb.

119A 4 500 6" Leads 3.2 ohms 6" Leads VaxVa 2 3
119B 3 500, 1000, 1500 Solder lugs 3.2 ohms 6" Leads VaxV2 2 .3
119 C 5 500, 1000, 1500 Solder lugs 3.2 ohms 6" Leads SBxYs 2% 5

119D 12 500 (600) 6" Leads 4-8-16 ohms Solder Lugs 34x1 2% 1.25

300 AND 400 SERIES
® Rugged drawn steel case with smooth black semi-gloss enamel finish — 2 hole mounting.
® Compound filled for long trouble free service.
® Suitable for above or below chassis wiring.

300 SERIES — %4 x % Core Mounting Centres 2% = X, Wt 1.25 |b. length 212" Height 278" Width 2.
Cat. Nominal Impedance Overall Max. Primary
No. Application Primary Secondary Turns Ratio DC per Leg

307 Line to Line 500/125 (600/150) 500 ct (600 ct) 1:1 100
322 Isolating, Matching 500 ct 50/250/500 1:1 60
324 Line to Grid 500 ct 50000 1:10 40

326 Line to P.P. Grids 500 ct 65000 ct 1:11.4 40
332 Single Plate to P.P. Grids 20000 80000 ct 1:2 10
346 P.P. Plates to Line 8000 ct 500 ct 4:1 35

382 Line to Voice Coil 500/1000 0-3.2-8 8 watts output

400 SERIES — 1 x 1 Core mounting Centres 3%;" =+ K,* Weight 2.9 Ib. Length 3¥8” Height 34" Width 33s".

481 Multiple Line to Voice Coil Pri. Imp. 50/125/200/250/500 Sec. Imp. 1V2, 334, 6, 7V2, 10, 15 ohms 15 watts
The 481 transformer is one with many uses in matching line to voice coil. 49 different impedance combinations possible.
Complete details enclosed with each transformer.

482 line to Voice Coil Pri. Imp. 500/1000 Sec. Imp. 4, 8, 15 ohms 15 watts

900 SERIES Dim. 2% x 2'%; x 32" High; Mounting Centres 11 x 2}4s; Weight 13 Ib.

903 Isolating and Matching M-Line/M-Line 4 20 dbm Max. Pri. D.C. 125 mA

M:-Line matches 50, 125, 200, 250, 333, 500 ohm lines.
Exact balance on 125, 200 and 500 ohm taps.

Max. level for 50-15000 Hz = V2 db.
Electrostatic shield between primary and secondary.

1700 SERIES - LINE TO SPEAKER
® Frequency response 40-12,000 Hz.
e Sturdy flange mounted steel case with black semi-gloss enamel finish.
® Solderless terminals (8-32 studs).

Cat. Watt Primary Impedance Secondary Impedance Core Mtg. Wt.
No. Rating Taps Taps Size Cts. Lb.

1782 30 500, 1000, 1500 4, 8,15, 30 ohms TVax1Va 3% x 4% 8
1786 60 500, 1000, 1500 4,8, 15,30 ohms 12 x2 3 x 4135 16

LINE-TO-DISTRIBUTION SYSTEM MATCHING AUTOTRANSFORMER

1789 — To match 500 ohm output of 30, 60, 100 or 120 watt amplifier to 70 volt distribution system,
Compound-filled case. Wt. 11 |b.

AUDIO TRANSFORMER LEAD COLOR CODE

BLUE GREEN BLUE

RED

RED BLACK BROWN

NOTE — These lead colors are used on
HAMMOND Audio Transformers al-
though other colors may be added or
substituted when necessary.



BROADCAST SERIES
TRANSFORMERS

LOW PROFILE AUDIOS - 560 SERIES

162 1.30 e Shipping weight 4 oz.; Shield assembly 1.5 oz.
AL L Nomina!l Impedance

000 o Cat. No. Application Primary Secondary

| el #560 C Emitter or mic fo Line 12/48 150/600
: ®560 E Emitter or mic to line 50/200 150/600

B tl :
‘?Se Outline #560 G lsolating or Hybrid 150,600 150/ 600

§€5) €560 J Collector to Line or Line to Base 150/ 600 1200/4800
£, 3 63 4560 L Collector to Line, or Matching 150/ 600 5k/20k
2 8 560 N Collector to Line 150/ 600 10k/ 40k

:Es‘” 4560 Q Matching or Bridging 10k / 40k 10k/ 40k
oH €560 Z Shield Assembly — dimensions 1.68” W x 1.46” D x .82 high

Schematic

® Frequency response at 0 dBm 30 Hz to 30 KHz(over 50 KHz in low impedance units, 600

e Electrostatic shield between pri. and sec. connected fo core and pin “SH".
® Humbucking construction.

e Balanced split windings on primary and secondary for circuit versatility — primary and

HAMMOND

Epoxy cast broadcast quality for P.C. Boards.

ohm or less).

secondaries can be reversed for impedance matching.
Overall dimensions 1.62"” x 1.32” x .76" high.
Nine P.C. pins .04" diameter by 0.5” long. .

Magnetic shielding: optional mumetal slip-on case available as 560-Z which mounts with
two tinned .12” x .18 tabs. Overall dimensions of shield assembly 1.68” long x 1.46"
wide x 0.82” high.

J

INPUT TRANSFORMERS - MUMETAL-SHIELDED — 585 SERIES
® Heavy drawn mumetal case for maximum shielding—grey enamel finish. (See p. 4 details.)

Schematic

Cutout for terminal
clearance .62 dia.
/’——\

R

/7 1+ 0.5

Mounting studs clearance hole
#27 Drill or 156"

Base
Qutline

e Hermetically sealed for long.life and stable characteristics.
Humbucking construction with electrostatic shield between pri. and sec. connected to core

.

and terminal provides excellent noise and hum aftenuation.

e For radio and TV broadcast applications — transistor and tube circuits.
e Two convenient 6-32 x .38" mounting studs.
e Modern, turret head, solder terminals .22" long.

e Frequency response 50 to 15,000 Hz (-1 db reference 1 KHz).
® level + 5 dBm.

e Overall dimensions (max.) 2.38” high x 1.41” dia.; case height 1.94". i
e Each transformer carton contains instruction bulletin #585 which provides a drilling tem-

plate and terminal connection data.
Nominal Impedance

Cat. No. Application Primary Secondary Overall Ratio

585D MIC to Grids 37.5/150 25K/ 100K 1:25.4
585E MIC to Base 37.5/150 600/2400 1:8 :
585 F Line to Grids 150/600 25K/ 100K 1:12.7 :
585 G Line to Base 150/600 600/2400 12
585 H Bridging 5K/20K 20K/ 80K 1:2
585 ) Bridging 5K /20K 600/2400 2.9:1

“ 4 New Product ' ‘

When operating at impedances below nominal, power capability and the frequency spectrum
a re proportionately lower; conversely, at higher impedances power capability and frequency
spectrum will be proportionately higher.

Special designs of these series produced quickly to your specifications.



BROADCAST SERIES
HAMMOND | TRANSFORMERS

AUDIO TRANSFORMERS - 850 SERIES
New broadcast quality designs have extended frequency range. Frequency response
is within 0.5 dB from 20 Hz to 20 KHz, units over 5Kohms impedance may be 1 dB
down at 20 KHz.
Capable of higher power levels: up to -+ 15 dBm with the specified characteristics, or
higher levels with reduced low frequency performance.
Insertion loss is approximately 1 dB.
Distortion is approximately 1.5% at 20 Hz under full power.
Lower profile than the 800 series, only 1.7” x 1.2” x 1.65” high.
Hermetically sealed for stable characteristics and long life. Header has nine 0.22"
long solder terminals.
Deep-drawn steel case with pleasing smooth semi-gloss grey enamel finish and two
convenient 6-32 mounting studs with hardware.
Humbucking construction and electrostatic shield between primary and secondary
provides excellent noise attenuation.
Split balanced windings on primary and secondary for circuit versatility. Primary may
be used as a secondary and vice versa for impedance matching.

Roc is full winding D.C.
resistance in ohms = 20%

Shipping Wt. 0.4 Ib.
Cat. Primary Secondary
No. Application Nominal Imp. RDC Nominal Imp. RDC

PRl SEC. Roraeig

4850 C Emitter or mic to line 12/48 6 150/600 70 Sty —s R
850 E Emitter or mic to line 50/200 27 150/ 600 68 E IE OR #24 DRILL
€850 G Lline Isolation or Hybrid 150/600 71 150/600 71 2 : 6 |
4850 H Line Isolation or Hybrid 150/600 70 300/1200 140 Kagrye | | — ®-
4850 ) Output to Line, or Line to Base 150/600 69 - 1200/4800 570 g 'é:g
#850L Output to Line, Matching, or Bridging 5k/20k 2240 150/600 69 4 9] ey
®850 N Output to Line, Matching or Interstage 150/600 65 10k/40k 4980 :
€850 Q Interstage or Isolating 10k/40k 4890 10k/40k 4980 Schematic Base Outline

AUDIO TRANSFORMERS - 800 SERIES
Compact efficient units for broadcast applications.
Balanced core and coil construction with effective low hum pickup.
Split primary and secondary windings for versatility.
Hermetically sealed for long life and consistent characteristics.
Frequency response 50 - 15 KHz at 15 dBm except 841, 2, 3, & 4, which are 20 dBm (—V2 dB
reference 1 KHz) Max. level for 50-15000 Hz =+ V2 dB.
Modern rigid drawn steel case with smooth grey enamel finish and two convenient 6-32 mount-
ing studs. (See p. 4 details.)
Multi terminal header with %4, long solder pins.
Each transformer carton contains instruction bulletin #800 which provides a drilling template
and terminal connection data.

e Two 6-32 studs. ® Net Wt. 0.5 lb.e 1.75" Wide, 1.25” Deep, 2.56" High e 1.3 Mtg. Cts.
Cat. Nominal Impedances Max. Pri. DC mA
No. Application Primary Secondary Unbalance

801 Isolating, Matching *50/200 50/200 0.8 by
802 Isolating, Matching *50/200 (60/240) 125/500 (150/600) 0.
804 Isolating, Matching, Hybrid *125/500 (150/600) 125/500 (150/600) 0.5
806 Dynamic MIC or Voice Coil to Grid *7.5/30 10K/ 40K 1.6
807 Dynamic MIC or Voice Coil to Base *7.5/30 600/2400 1.6
808 MIC or Mixer to Single or P.P. Grid *50/200 10000/40000 0.6
809 MIC or Mixer to Base *50/200 600/2400 0.6
812 Line or 150 ohm MIC to 1 or 2 Grids *125/500 (150/600) 10K/40K (12K/48K) 0.4
813 Line or 150 ohm MIC to Base *125/500 (150/600) 600/2400 (720/2880) 0.4
818 Crystal Pickup, etc., to Line *20K /80K 50/200 0
832 Interstage 1:2 5K /20K 20K /80K 0
834 Interstage 1:1.4 5K /20K 10K/ 40K 0 PR, SEC.
835 Interstage 1:1 10K/ 40K 10K/ 40K 0 =31 —5
841 P.P. Platest to Line 5K /20K 50/200 0 'é
842 P.P. Platest to Line 5K /20K (6K/24K) 125/500 (150/600) 0 2 ! 6
843 P.P. Platest to Line 10K/ 40K 50/200 0 =3 —7844 P.P. Platest to Line 10K/ 40K (12K/48K) 125/500 (150/600) 0 E :E

* Electrostatic shield between primary and secondary. t Single plate requires parallel feed. 4 8
When operating at impedances below nominal, power capability is lower and the frequency =
spectrum is shifted downward; conversely, at higher impedances power capability and frequency Schematic
spectrum will be shifted upward.

Special designs of these series produced quickly to your specifications.

& Noarar Demnelstrnd



- AUDIO OUTPUT
TRANSFORMERS

2 1600 SERIES — 10 Watt to 75 Watt

HAMMOND
Designed for Hi-Fi, Stereo or P.A. system applications (Tube circuits).
Sturdy, convenient, 4 hole above chassis “X Mtg.” (See p. 5 details) in semi-gloss black enamel.
Screen taps on 1620 (21% of pri. turns) and 1626 (41% of pri. turns); for ultra-linear opera-
tion if required.

e Frequency response 50 to 15 kHz (—1 dB ref 1000 Hz minimum) Type 1626 is from 30 to
30 kHz.

o Insulated flexible leads 10-12" long.

Cat. Audio Primary Max. DC mA Secondary Core Dimensions Wt.
No. Watts Impedance Per Side Impedance Size A B C D E Lb.

1605 10 5000 ct 80 4-8-16 1x1 22 2V2 3 2Vs 1% 25 .
1608 10 8000 ct 60 4-8-16 1x1 22 2V2 3 2Vs 1% 25
1609 10 10000 ct 45 4-8-16 1x1 22 2V2 3 2% 1% 2.5
1615 15 5000 ct 45 4-8-16 1x1V2 22 3 3 2Vs 2V4 3.25
1618 20 10000 ct 40 4-8-16 1x1V2 22 3 3 2v8 2V4 3.25
1620 20 6600 ct 80 4-8-16 1x13% 2V2. 3Va 3 2w 2¥2 3.5
1626 20 6600 ct 80 4/16 1Vax1Va 3 3V2 3% 22 2Va 45
1635 30 5000 ct 100 4-8-15-250-500 1Va x 1Va 3% 3% 3% 2V 2Va 45
1637 30 6600 ct 60 4-8-15-250-500 1Va x 1Va 3% 32 3% 22 24 45
1664 60 3800 ct 100 4-8-15-250-500 1Va x 2Va 3s 42 3% 2V2 34 8.0
1668 75 4500 ct 125 4-8-15-30-250-500 1V2 x 134 3% 4Y2 4Y2 3 2% 8.8

TYPES FOR 4, 8, 15 OHMS AND 70 VOLT LINE
1645 30 5000 ct 100 4-8-15 ohms, 70 v 1Va x 1Va 3% 3V, 3% 22 24 45
1647 30 6600 ct 80 4-8-15 ohms, 70 v 1Vax1Va 3% 32 3% 22 2 4.5
1649 30 10000 ct 60 4-8-15 ohms, 70 v 1Va x 1Va 318 3V 3% 2V2 2Va 45
1656 50 6000 ct 100 4-8-15 ohms, 70 v 174 x 2 3% 4V 3% 22 3 6.5

1650 SERIES — 25 to 280 watts

® Designed for push-pull tube output circuits.
e Suitable for Hi-Fi, Stereo, Guitar amplifiers and P.A. applications.
e Sturdy, 4-hole above chassis type “X“ mounting finished in semi-gloss black enamel (See p. 5).
® Insulated flexible leads 10-12” long.
® Frequency response 30 to 30 kHz (=1 db max. ref. 1000 Hz minimum).
e For added versatility, the 119 Y series on Page 7 may be used to feed 25V or 70V lines.

Ultra-
Watts Primary Linear Secondary Core Dimensions Wt.

Cat. No. Output Impedance Taps Impedance Size A B C D E Lb.

®1650 F 25 7600 ct 21% 4-8-16 1x2 22 3% 3 2Vs 2% 4.0
41650 H 40 6600 ct nil 4-8-16 1Va x 1% 3% 4Vs 3B 2V2 2% 6.5
41650 K 50 3400 ct 40% 4-8-16 1Va x 2Va 3Ve 45 3%, 2V2 3Va 7.0
41650 N 60 4300 ct 21% 4-8-16 1Va x 2V2 3 478 3%, 22 312 8.0
¢1650 R 100 5000 ct 21% 4-8-16 1V2 x 2V2 3% 5V 4%, 3 3% 12.0
€1650 T 120 1900 ct nil 4-8-16 1V2x3 3% 5% 4¥%, 3 3% 14.0
1650 W 280 1900 ct nil 4-8-16 2x3V2 5 7 6Va 4%y 54 28.0
NOTE — 1 Primary winding has screen taps for ultra-linear operatio

— Available on special order in through chassis mounting —
Order as “1650 N except Z case”.

n of output stage of models indicated if required.
type Z or top plate models (see page 5 for details). e.g.

1700 SERIES — 20 waits

4 New Product

e Sturdy, steel cases with black semi-gloss baked enamel. ;
e Primary has 40.5% screen taps for ultra-linear operation of output stage.
® Frequency response 20 to 50,000 Hz.
® Negligible wave form distortion.
® low leakage reactance.

Cat. Audio Primary Secondary Leakage Primary Dimensions Wt.
No. Watts Impedance Impedance Inductance Inductance A B c D E Lb.

1726 20 6600 ct 4-8-16 20 mH 50 H 3W, 4%, 4 3 3% 62

Special designs of these series produced quickly to your specifications.

e



| INACTIVE

| HAMMOND | " TRANSFORMERS
The transformers listed below are types that have been made for several years. With the present demand showing a down-
ward trend, we list them separately and when necessary can still be ordered. Further details on each series will be found on
other pages of this catalogue, or previous catalogues in the “80" Series.

AUDIO Overall Max.
Cat. Nominal Impedance Max. Turns Ratio Pri. Mtg. Mtg. Wi,
No. Application Primary Secondary Watts Pri.to Sec. mA DC Type Cts. Lb.

51 Plate to P.P. Grids 10000 40000 ct — 1:2 8 H. Brkt. 2 0.4
68 P.P. Plate to Voice Coil 14000 ct 3.2 8 - 27 H. Brkt. 234 0.5
77 Single Plate to Voice Coil 7000 3.2 10 — 60 H. Brkt. 2135 1.0
78 P.P. Plate to Voice Coil 8000 ct 3.2 10 — 60 H. Brkt. 213, 1.0
80 P.P. Plate to Voice Coil 14000 ct 3.2 10 — 45 H. Brkt. 213 1.0
102 F Input 100 K 1500 (2 mW) — 0 Cast — 0.32 oz.
104 J Interstage 10000 90000 B5mwW) — 3.2 Cast — 0.7 oz.
104 T Output 1000 ct 3.2 0.5 — 4.0 Cast — 0.7 oz.
104 U Output 2500 ct 3.2 0.5 — 2.5 Cast - 0.7 oz.
130 B Voice Coil to Grid 4 80000 — 1:140 350 - H. Brkt. 2 0.4
131 Single or DB MIC to Grid 200 ct 50000 —_ 1:22.4 60 H. Brkt. 234 0.5
134 Plate to P.P. Grids 10000 40000 ct - 1:2 10 H. Brkt. 234 0.5
139 Plate to Line 7000 500 ct — 3.7:1 40 H. Brkt. 234 0.5
148 N Mod. (300-5000 Hz) (12.6 v) 8ct 5K - 7K 30 — 110/92(Sec) X 2Ve x 134 2.5
148 P Mod. (250-5000 Hz) (12.6 v) 32 ct 3K - 4K - 6K 10 — 80/70/58 (Sec) H. Brkt. 234 1.25
1610 Output 10000 ct 4/16 15 — 45 X 2V x 2Va 3.25
1639 Output 10000 ct 4-8-15-250-500 30 — 45 X 2V2 x 2Va 4.50
1724 Output—U.L. (40.5% Sc. taps) 3500 ct 4-8-16 20 — — Steel Case 3 x 3348 6.50

VIBRATOR
Cat. Pri. DC DC Wt Cat. Pri. DC bC Wt.
No. Volts Volts mA Mounting Centres Lb No. Volts Volts mA Base Size Height Lb.

164 6 6 150 40 2% — 1.0 164 L6 6 150 40 1% x 2Va 1Va 1.0
164 12 12 150 40 2% — 1.0 164 112 12 150 40 17 x 2Va 1V4 1.0
164 A6 6 180 45 2% — 1.3 164 N6 6 180 45 17 x 2Va 12 1.3
164 A12 12 180 45 2% — 1.3 164 N12 12 180 45 178 x 2Va 12 1.3
164 B6 6 200 45 2%, — 1.5 164 P6é 6 200 45 2%, x 2% 134 1.5
164 B12 12 200 45 213, — 1.5 164 P12 12 200 45 2%, x 2% 134 1.5
164 C6 6 250 50 2Vs 1%, 2.3 164 R6 6 225 50 2% x 258 158 1.8
164 C12 12 250 50 2Vs 1%, 2.3 164 R12 12 225 50 2¥, x 2% 1% 1.8
164 J6 6 275 60 28 1%, 2.8 164 T6 6 250 50 2V2 x 3 12 2.3
164 J12 12 275 60 2Vs 1%, 2.8 164 T12 12 250 50 2V2 x 3 1V 2.3

AUDIO . Overall ~ Max. Overall Max.
Cat. Nominal Impedance Turns Pri. Cat. Nomina!l Impedance Turns Pri.
No. Description Pri. Sec. Ratio DC No. Description Pri. Sec. Ratio DC

306 Matching, Isolating 50/200 200 ct 1:1 100 | 340 Single Plate to Line 15K 500ct 5.75:1 10
330 Single Plate to Grid 10 K 90 K 1:3 10 342 P.P. Plate to Line 20 Kct 500c¢t 6.3:1 10
331 Single Plate to P.P. Grids 10K 120Kt 1:3.5 10 344 Single Plate to Line 4 K 500ct 2.8:1 35
333 P.P. Plates to P.P. Grids 20Kt 20K/5K 1:1 10 347 Single Plate to Line 7K 500 ct 3.75:1 35
334 S. Piate to Class “AB” Grids 20 K 10.5Kct 1.37:1 10 348 P.P. Plates to Line 14 K¢t 500ct 5.3:1 35
POWER/FILAMENT
Cat. Secondary KV Fil. No. 1 Fil. No. 2 Fil. No. 3 Core Mtg. Wt.
No. Description Mtg. RMS Volts mA Test \% A \ A \% A Size ) Cts, Lb.

287 Power X 300-0-300 270 — 50 4 6.3 10 6.3 1.5 1Vax2Va 3x3Wa 120
288 Power X 300-0-300 270 — 50 4 6.3 10 — — 1V2x2 3x3 11.0
289 C Power X 300-0-300 225 — 50 4 6.3 10 6.3 1.5 1Vax2Va 3x3Va 120
1125 R Filament R — — 3 50ct 13 50ct 13 50¢ct 3 12 x 1V2 278 x 512 8.0
1136 R Filament R — — 2.5 63ct 5 63ct 5 — — 1Vax134 2V4 x 5Va 6.25
1143 R Filament R — — 3 10.0ct 8 10.0ct 8 — — 1Vax1%% 278 x 5% 9.75
1165T Filament (HV) T (Max DC 4KV) 10 25ct 5 — — — — 1Vax %% 2Va x 4V 4.0
1165 X Filament(HV) X (Max DC 3KV) 8 25ct 5 - — — — 1Vax3 22 x 1% 3.0
1171 T Filament (HV) T (Max DC 4.5KV) 10 50ct 7.5 — — — — 1Vax1 273 x 5 6.0
1171 X Filament(HV) X (Max DC 4KV) 10 50ct 75 — - — — 1Vax] 3x2 6.0
PLATE
Cat. Secondary Max. D.C. mA D.C. Volts Output Pri. Amps. Core Mtg. Wt.
No. Description A.C. Volts (Max.) CCS ICAS Choke Input Max. Size Cts. Lb.

774 Plate Trans 1740-0-1740 200 300 1500, 1350, 1200, 1050, 945, 840 3.6 2x2% 4Vaxd4va 27
776 Plate Trans 1740-0-1740 300 450 1500, 1350, 1200, 1050, 945, 840 5.7 2x4V2 AV2x7 38
783 Plate Trans 2320-0-2320 300 450 2000, 1800, 1600, 1400, 1260, 1120 7.7 2V2x3 5% x 4% 48
787 Plate Trans 2880-0-2880 300 450 2500, 2250, 2000, 1750, 1570, 1400 8.0 2V x4 534 x 5% 56

All inactive transformers are listed on this page only. (See page 57 for inactive S/M items)



FILAMENT - L.V. RECTIFIER
TRANSFORMERS HAMMOND
165 SERIES - Open horizontal frames

. Full Load No Load
® Dual purpose — filament or Cat. Secondary Secondary Dimensions Wt.

LV rectifier, continuous No. Volts Amps Volts Core Size A B c D E Lb

o Convenient, economical, 4 165 Z3 30ct 50 3.2 1% x2% 375 463 313 313 350 7.5
slot, open horizontal frame 165 R5 50c¢ 8 536 1x1 3.00 2.25 256 250 2.50 2.4
mounting. (See p. 5 details.) 165 S5 50c 10 5.35 1x1% 3.00 250 256 250 250 285

e Conservative designs; are 165 U5 50c¢ 15 53 1x1% 3.00 3.00 256 250 275 3.75
CSA approved “LR 3902". 165 V5 50c 20 53 1x2 3.00 3.25 2.56 250 3.00 4.1

® Insulated flexible leads — 165 X5 50c¢ 30 53 1Vax2 375 438 3.13 3.13 325 67

fi;‘lgs long or tabs with *165 Q6 63ct 6 67 1x1 300 225 256 250 2.50 2.4
1€s. 165 S6 63c 10 6.7 1x1% 3.00 225 256 250 275 3.25® Primary 115 volts, 60 Hz.e Secondary 3 fo 14 volts, 4 163U7 75c¢ 15 8.1 1Yax1¥% 375 3.63 3.13 3.13 250 47

to 50 amps, R.M.S. 165 V7 75¢ 21 8.0 1% x 2 3.75 438 3.13 3.13 3.25 67
e Insulation Test 2000 volts. 165N10 10.0c¢t 4 10.7 1x1 3.00 225 256 250 250 24
e Mounting slots .22" x .44” 165P10 10.0c¢t 5 107 Ix1% 3.00 250 256 250 2.50 285

except 165 V12 whichhas 165R10 10.0ct 8 106 1x13% 3.00 3.00 256 250 275 3.75
28" x .56" slots. 165510 100ct 10 10.65 1x2 300 325 256 250 3.00 4.1

165P11 11.0ct 5 118 1x1% 3.00 3.63 256 250 250 2.85
165 S11 11.0ct 10 11.75 1Vax1Va 375 363 313 3.13 250 47
165U11 11.0ct 15 1165 1Vax2 3.75 438 3.13 3.13 325 6.7
165N12 12.6ct 4 134 Ix1% 3.00 3.63 256 250 250 285
165Q12 12.6c¢t 6 13.6 1x1% 3.00 3.75 256 250 275 3.75
165R12 12.6ct 8 133 1x2 3.00 325 256 250 3.00 4.1

#165512 12.6ct 10 13.2 ax1¥% 375 350 3.13 3.13 275 55
®165V12 12.6ct 20 13.0 1V2 x 2 450 4.63 3.75 3.75 3.25 10.0

165Q14 140c¢t 6 15.1 1x2 3.00 325 256 250 3.00 4.1
®165M25 250ct 3 266 1x13% 3.00 3.50 256 250 2.75 3.75
®165P25 250ct 5 27.2 1Y x1% 375 350 3.13 3.13 275 55
4165150 50.0ct 2 532 1x2 3.00 325 256 250 3.00 4.1

166 SERIES — Channel bracket mounting
. Full Load No Load

® Dual pUFPOSG—f”amenf or Cat. Secondary Secondary Dimensions Wt.
LV rectifier, continuous No. Volts Amps Volts Core Size A B C D Lb.
service. , ical 166 L2 2.5 2.5 285 Sax e 2.80 1.88 1.69 2.38 0.5

¢ ggg:g“fi};fi;f{;g’rflffand 5166 L5 50 20 55 Y%x¥% 2.88 2.00 2.38 2.38 1.25
vertical bracket mounting. 166 E6 6.3 015 7.45 %x% 206 125 1.19 1.75 0.25

® Conservative designs; are 166 F6 6.3 0.3 7.1 Va2 x Va2 2.38 1.38 1.38 2.00 0.3
CSA approved “LR 3902". #166 G6 6.3ct 0.6 7.8 Vax V2 2.38 1.38 1.38 2.00 0.3

e [Insulated flexible leads 166 J6 6.3 1.0 7.1 58 x 5B 2.81 1.88 1.69 2.38 0.5
o 7 "?”‘9’-t 2000 vols, 1166 K6 63ct 12 725 Y%x% 3.25 2.00 2.00 2.81 1.0
. P“?” a“°?]§5 h 65’°H S 5166 L6 6.3ct 2.0 704 ¥%x ¥ 2.88 2.00 2.38 2.38 1.0

rimary vo'is, z 166 N6 6.3ct 4.0 6.9 7 x Y 3.69 2.13 231 3.3 1.5
® Secondary 2.5 to 100 volts,

0.025 fo 4 amps. R.M.S. 166G10 10.0c¢t 0.5 11.0 % x % 281 1.88 1.69 238 0.5
#166C12 6.3/12.6 .1/.05 7/14 Va x Va 1.63 1.13 0.81 1.38 0.2

166 F12 12.6ct 0.3 157 Vo x Va 238 1.38 1.38 2.00 0.3
( §166 J12 126c¢t 1.0 143 Y4 x Y 2.88 2.00 2.38 2.38 1.0

S, 166112 12.6ct 20 138 Y8 x 7 3.69 213 231 3.3 1.5
/B ®166 N12 126ct 4.0 13.4 1x1V4 4.00 3.25 263 3.56 2.85

; 166 E14 140c¢t 0.15 17.5 %% x V2 206 1.38 119 175 0.3
€166 G14 140ct 05 161 5% x % 281 1.88 1.69 238 0.5
#166J14 140ct 1.0 160 Y x Y4 3.25 200 200 28I 1.0
®166 M16 160ct 3.0 17.4 1x1 400 250 2.63 3.56 2.25
®166B18 9.0/18.0 .06/.0310/20 VaxVa 1.63 1.13 0.81 1.38 0.2

) 166 D20 20.0ct 0.1 24.6 Y% x V2 206 1.38 1.19 175 0.3
Horizontal
Channel ®166 E20 20.0ct 0.15 235 V2 x Va 238 1.38 1.38 2.00 0.3
Bracket ®166F20 20.0ct 0.3 228 ° Sx % 281 1.88 1.69 2.38 0.5
FIG. A 166G20 200c¢t 0.5 220 Y x Y4 3.25 200 200 28I 1.0

#166J20 20.0c¢t 1.0 220 78 x s 369 2313 231 3.3 1.5
§ Vertical Bracket Mounting Fig. B. All others Fig. A.
t High voltage insulation (7000 volt rms test) for damper tube heater, etc.
¢ New Product 166 SERIES CONTINUED NEXT PAGE



FILAMENT — L.V. RECTIFIER? | HAMMOND TRANSFORMERS
166 SERIES - Channel bracket mounting Continued

h Full Load No Load. Cat. Secondary Secondary Dimensions Wit.
No. Volts Amps Volts Core Size A B C D Lb

For the descripti*166 A24 12.6/252 .05/.025 14/28 Vax2a 163 1.13 081 1.38 0.20 foaturee of thiv line
4166 D25 25.0 ct 0.1 28.8 Vo x V2 238 1.38 138 200 0.3 refer to the 166 data
4166 E25 250 ct 0.15 30.8 V2 x Va2 238 1.38 1.38 200 0.3 on p. 18.

4166 F25 25.0 ¢t 0.3 29.0 % x Y8 2.81 1.88 1.69 238 0.5
§166 G25 25.0 ct 0.5 28.0 4 x Ya 2.88 2.00 2.38 238 1.0

166 J25 25.0 ct 1.0 27.5 78 X 78 3.69 213 231 3.3 1.5
4166 K25 250 ct 1.5 26.8 1x1 400 250 263 3.56 2.25
€166 G28 28.0 ct 0.5 32.0 34 x Y4 3.25 2.00 2.00 2.81 1.0
*166 J28 28.0 ct 1.0 30.8 78 x 78 3.69 213 231 3.3 1.5

€166 J33 33.0ct 1.0 35.0 1x1 400 250 263 3.56 2.25
4166 E36 36.0 ct 0.15 40.7 S x ¥ 2.81 1.88 1.69 238 0.5
4166 F36 36.0 ct 0.3 39.4 ¥4 x Ya 325 200 200 281 1.0

166 G36 36.0 ct 0.5 40.0 4 x 1 3.25 225 200 281 1.25
166 J36 36.0 ct 1.0 38.7 1x1 400 250 263 356 2.25
166 C50 50.0 ct 0.075 62.0 Va2 x Va2 238 1.38 1.38 200 0.3
166 F50 50.0 ct 0.3 57.0 ¥ x Y4 3.25 2,00 200 2.8} 1.0
166 G50 50.0 ct 0.5 55.0 78 x 78 3.69 213 231 313 1.5

4166 150 50.0 ct 1.0 54.5 1x1 400 250 2463 3.56 2.25

4166 G60 60.0 ct 0.5 65.2 Tx1 400 250 263 3.56 2.25 Vertical Channel
4166 G80O 80.0 ct 0.5 85.5 1x1 4.00 250 263 3.56 2.25 Bracket §
€166 G100 100.0 ct 0.5 107.0 1 x1 4.00 2.50 2.63 3.56 2.25 Fig. B

; ® Dual purpose—filament
167 SERIES - "X Mounting or LV rectifier,

‘ Full Load No Load continuous service.
Cat. Secondary Secondary Dimensions Wt. ® Convenient, economical
No. Volts Amps Volts Core Size A B C D E Lb. enclosed 4 hole

“T X" ting,167M5 50ct 3 54 1xVa 250 213 800 213 125 18 MRS OIS
167 Q5 5.0 ct 6 5.43 1x 3% 2.50 2.38 3.00 2.13 1.50 1.9 o Conservative designs
167 R5 5.0ct 8 5.36 1x1 2.50 263 3.00 213 1.75 2.4 are CSA approved
167 S5 50ct 10 5.35 1x1% 250 288 3.00 213 200 2.85 “LR 3902".
167 U5 50c¢t 15 5.3 1x1% 250 3.38 3.00 2.13 2.50 3.75 e Insulated flexible
167 V5 50ct 20 5.3 1x2 2.50 3.63 3.00 2.13 275 4.1 le@ds—é“-S” long.
167 X5 50c¢t 30 53 1Vax2 313 438 3.81 250 2.25 67 . g“maéy ! "55 ;’°'1*;g° *:fz
167 N6 63ct 4 70 1x3% 250 238 3.00 213 150 1.9 051030 mr RS
167 Q6 63ct 6 6.7 1x1 2.50 2.63 3.00 213 175 2.4 -0 10 SUamps K. A 9.® Insulation Test 2500 V
167 R6 6.3 ct 8 6.74 Tx1% 250 288 3.00 2.13 200 2.85
167 S6 6.3ct 10 6.7 1x1% 250 3.13 3.00 213 225 3.25
167 76 6.3ct 12 6.8 1x1% 250 3.38 3.00 213 250 3.75
167 U6 6.3ct 16 6.75 1Vax1% 313 3.63 3.81 250 2125 4.7
167 U7 7.5¢ct 15 8.1 1TVax1v 313 3.63 3.81 250 -2.25 4.7
167 V7 7.5c 21 8.0 1Vax2 3.13 438 3.81 250 3.00 6.7
167 N10 10.0 ct 4 107 1x1 2.50 263 3.00 2.13 1.75 2.4
167 P10 10.0 ct 5 107 1x1Va 250 288 3.00 213 200 2.85
167 R10 10.0 ct 8 10.6 1x1% 250 338 3.00 213 250 3.75
167 S10 10.0ct 10 10.65 1x2 2.50 3.63 3.00 213 275 4.1
167 P11 11.0 ct 5 118 Ix1% 250 288 3.00 213 200 2.85
167 S11 11.0c¢t 10 1175 1Vax1Va 3.13 3.63 381 250 225 4.7 “X" Mounting
167 U11 11.0ct 15 1165 1Vax2 3.13 4.38 3.81 250 3.00 6.7
167 L12 126 ct 2 13.7 1x % 2,50 2.38 3.00 2.13 1.50 1.9
167 N12 126ct 4 13.4 1x1% 250 288 3.00 213 2.00 2.85
167 Q12 12.6ct 6 13.6 1x13% 250 338 3.00 213 250 3.75

¢ New Product.

Special designs of these series produced quickly to your specifications. ‘ 167 Series continved on p. 20.



FILAMENT — L.V. RECTIFIER *
& 400 Hz TRANSFORMERS
167 SERIES “X” Mounting — Continved . . .

Full Load No Load
For the descriptive Cat. Secondary Secondary . Dimensions Wi,
features of this line refer No. Volts Amps Volts Core Size A B C D E Lb

fo 167 data on p. 19 167 R12 126c¢ 8 133 1x2 250 3.63 3.00 213 275 4.1
167 S12 12.6ct 10 13.2 1% x1% 3.13 3.88 3.81 250 250 5.5

*167 V12 12.6ct 20 13.0 12 x 2 3.75 4.75 456 3.00 2.94 10.0
167 Q14 140ct 6 15.1 1x2 250 3.63 3.00 213 275 4.1

®167 P16 16.0 ct 5 17.4 1x2 2,50 3.63 300 213 275 4.1
®167 M16 16.0 ct 3 16.9 1x1 250 2.63 3.00 2.13 1.75 2.4

167 J25 250 ct 1 27.0 1x % 2,50 2.38 3.00 2.13 1.50 1.9
167 K25 25.0 ct 1.5 268 1x1 2,50 2.63 3.00 213 175 2.4
167 M25 25.0 ct 3 26.6 1x13% 250 3.38 3.00 213 250 3.75
167 N25 250 ct 4 26.6 1x2 250 3.63 3.00 2.13 275 4.1
167 P25 250c 5 272 1Yax1% 3.13 3.88 3.81 250 2.50 5.5
167 $25 25.0ct 10 25.1 1V2 x2 3.75 4.75 4.56 3.00 2.94 10.0

®167 J28 28.0 ct 1 30.5 1x % 2,50 2.38 3.00 213 1.50 1.9
*167 K30 30.0 ct 1.5 31.6 1x1Va 2.50 2.88 3.00 2.13 2.00 2.85
#167 M30 30.0 ct 3 32.0 1x2 250 3.63 3.00 213 275 4.1

167 J33 33.0 ct 1 35.0 1x % 250 2.38 3.00 213 1.50 1.9
167 J36 36.0 ct 1 39.5 1x34 2,50 2.38 3.00 2.13 1.50 1.9
167 L36 36.0 ct 2 38.3 1x1% 250 3.13 3.00 213 225 3.25

®167 M36 36.0 ct 3 37.9 1Vax1¥ 3.13 3.63 3.81 250 225 4.7
167 P36 36.0 cf 5 38.2 1Va x 2 3.13 4.38 3.81 250 3.00 6.7

®167 R36 36.0 ct 8 37.4 1Vax2Va 375 5.00 4.56 3.00 3.19 11.0
A 167 L44 44.0 ct 2 46.0 1x2 250 3.63 3.00 2.13 275 4.1

167 J50 50.0 ct 1 54.5 1x1 250 2.63 3.00 213 1.75 2.4
167 L50 50.0 ct 2 53.2 1x2 2.50 3.63 3.00 2.13 275 4.1
167 G55 55.0 ct 0.5 597 1x % 2,50 2.38 3.00 2.13 1.50 1.9
167 J55 55.0 ct 1 58.7 1x1% 250 2.88 3.00 213 2.00 2.85
167 L55 55.0 ct 2 58.5 1TVax1¥a 3.13 3.63 3.81 250 225 4.7
167 G60 60.0 ct 0.5 652 1 x % 2.50 2.38 3.00 213 1.50 1.9
167 J60 60.0ct 1 63.5 1x1% 250 3.13 3.00 213 225 3.25
167 L60 60.0 ct 2 64.0 14 x1% 3.13 3.63 3.81 250 225 4.7

4167 L70 70.0 ct 2 73.0 1Va x 2 3.13 4.38 3.81 250 3.00 6.7
167 N70 70.0 ct 4 72.0 1V x2Vs 3.75 5.00 4.56 3.00 3.19 11.0

167 G80 80.0 ct 0.5 855 1x1 250 2.63 3.00 213 175 2.4
167 J80 80.0 ct i 84.5 1x2 250 3.63 3.00 213 275 4.1
167 L80 80.0 ct 2 82.7 1Va x 2 3.13 4.38 3.81 250 3.00 6.7
167 G100 100.0 ct 0.5 107.0 1Tx1 250 2.63 3.00 213 175 2.4
167 J100 100.0 ct 1 106.5 1x2 250 3.63 3.00 213 275 4.1

400 HERTZ TRANSFORMERS
, e For experimental & OEM applications in 380 to 1000 Hz circuits.

May be used in rectifier, signal reference and filament heating circuits, etc. ‘
220 series supplied in open horizontal bracket mounting (See p. 4 details) with 6” leads.
222 series supplied in open “C-core” mountings with solder lugs.

e Rated from 1 to 45 VA, higher VA ratings available up to approx. 15 KVA.
ON SPECIAL ORDER
e May be supplied in printed circuit mounting, epoxy encapsulated or to MIL-T-27 specifica-

tions on special order.
Cat. VA Pri. Sec. Sec. Overall Mtg. Wit. i
No. Rating Volts Volis Amps Dimensions Cts. Lb.

220C 1 115 26 038 1%, x % x Y H 145 0.03
220 G 4 115 6.3 ¢t .64 15 x e x s H 134 7 0.07
220 K 4 115 26¢ct 15 158 x e x B, H 134 0.07
220 M 15 115 50t .30 2Usx 1 Ve x 1%, H 134 0.25
222 D 20 * 115 o26c . 70 1ex1VexllaH 1%x7 027 |
222 H 45 115 126c 1.79 1%, x15% x17H 13%x1Vs 0.38

12.6ct 1.79

2929 Series * Tapped at 57.5 & 99.7 V. May be used for a Scott 3 phase to 2 phase connection.
& New Product

Special designs of these series produced quickly to your specifications.
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FILAMENT AND RECTIFIER
TRANSFORMERSHAMMOND

H. V. RECTIFIER - Filament Transformers
For 866 A, 872 A and similar tubes.
Insulated for high voltage OEM broadcast and amateur applications in transmitters, induc-
tion heating equipment, etc.

® Convenient “X or T Mtg.” available. (See p. 5 for details.)
® Conservative, rugged designs are CSA approved “LR 3902” for operation on 115 V, 60 Hz.
® Special units to operate at up to 50,000 volt levels supplied to specifications.
® Special 230 V primaries are available, e.g., order similar to Cat. 1166 X except primary

230 V.

Cat. Secondary Sec. rms, Maximum Core Overall Mounting Wt
No. Volts Amps. Ins. Test DC Volts Size Dimensions Centres Lb.

1166 T 25c¢t10 10000 4000 1V4x 34 3¥e x 6 x4Vs H 2Va x 4Vs 4
1166 X 2.5c¢10 8000 3000 1Vax% 3% x3x 3% H 2V2 x 1% 3
1172T 5ct15 10000 4500 1V2x1% 3% x7Vax5H 27 x 5% 9
1172X 5ct15 8000 3000 1Y%2x1% 3% x4Y2x42H 3x2% 9

“T" Mounting

MULTIPLE SECONDARY
® Convenient "X Mtg.” available. (See p. 5 for details.)
® Conservative designs are CSA approved “LR 3902" for 115 V, 60 Hz operation.

Cat. Secondary Sec. rms. Core Overall Mounting Wt.
No. Volts Amps. Ins. Test Size Dimensions Centres Lb.

266 X 5.0 2.0 2500 1x1V2 2% x3Vs x 3 H 2¥s x2V4 3.3
6.3 4.0 2500

267 X 50 ct 3.0 3000 1Vax1Va 3V x3%x3%H 2V2x2Va 475
6.3 ct 6.0 2500

*267 C 6.3 10.0 2500 1Vax2 3Va x4Y2x3%H 2V2x3 6.5
6.3 10.0 2500

T1125X 50¢ct 13.0 3000 1Vax1V2 33 x43%x4%2 3x2V2 8.0
50ct 13.0 3000

1136 X 50ct 3.0 2500 1Vax13% 3% x4¥%x3%H 2V/2x2% 625
6.3 ct 5.0 2500
6.3 ct 5.0 2500

1143X 10ct 8.0 3000 1vax1% 3% x4%x4%2H 3x2% 975 “X* Mounting
10 ct 8.0 3000

*NOTE — This transformer is “X Mtd.” and suitable for sealed beam lights, boat lighting,
etc. Secondary windings in parallel 6.3 v. 20 amps. or secondary windings in series 12.6 v.
10 amps.

MULTI-TAP SECONDARY
® Economical open bracket mounting (see p. 4 defails).
® For laboratory supplies, test equipment, or experimental

power supplies.
® Primary tapped at 105 and 120 V, 60 Hz.
® leads 8" long.
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Cat. No. 163 B Core 1x1 Mig. Cts. 3% Weight 2.5 Ib. o

® Secondary tapped at 1.4, 2.0, 2.5, 3.3, 5.0, 6.3, 7.5, 12.6 volts at 2.0 amps., and 25, 30,
35, 50, 70, 117 volts at 0.25 amps.

30

®Cat. No. 163 D Core 1x1 Mtg. Cts. 3%;s Weight 2.5 lb. 120 25

e Secondary tapped at 5, 6.3, 7.5, 10, 12.6, and 14 volts at 2.0 amps., and 20, 25 and 30 20
volts at 1.0 amps. . 108

4

Note — For intermittent service — 2 min. on, 6 min. off, increase above ratings 100%. _:'%:
0 s

@ New Product
o



L.V. RECTIFIER
TRANSFORMERS
RECTIFIER TRANSFORMERS — LOW VOLTAGE — 60 Heriz.

Designed for use with selenium, silicon, germanium or copper oxide
rectifiers in capacitor or choke input circuits.
Ideal for OEM or replacement applications in battery chargers, low FULL WAVE CENTER TAP
voltage high current power supplies, etc.
May be used in single phase, full wave centre tapped or bridge pg § +
circuits. nsv
Primary or secondary tapped for output voltage adjustment. LoAD
Convenient 4 hole “type X” mounting with knockout (p. 5 details). FULL WAVE BRIDGE

Cat. Primary Secondary Core Dimensions Wit.
No. Taps Volts Amps Size A B C D E Lb.

210 A 110-120 7-0-7 2 1x1 2% 2% 3Vs 2Vs 1%4 2V2
210B 110-120 7-0-7 5 1Va x 1 3V 3% 3% 22 2 44
210E 110-120 13-0-13 2 14 x 1 3V 3% 3% 2V2 2 44
210 H 110-120 13-0-13 5 1V2 x 12 3% 4 42 3 22 8
2101 110-120 25-0-25 3 12 x 12 3% 4Ya 45 3 2V 8
210K-5 115 0-14-16-18-20 5 1Va x 2 3% 4% 3% 22 3 6
210K-10 115 0-14-16-18-20 10 1V2 x 2Va 334 5 412 3 3Va 11
2101 115 0-20-22-24-26 5 1Va x 2V4 3% 4% 3% 22 3 7
210 M 115 0-28-31-34-37 3 1Va x2Va - 3 4% 3% 22 3Va 7
210°P 115 0-28-31-34-37 5 1V2 x2V4 3% 5 4V, 3 3Va 11
210§ 115 ' 0-28-31-34-37 10 2x2 5 52 6V2 4% 32 22

POWER TRANSFORMERS - LOW VOLTAGE — Primary 115 V — 60 Hertz
® Designed for use with selenium, silicon, germanium, or copper oxide rectifiers in capacitor

or choke input circuits.
e For OEM or replacement applications in small power or bias supplies, test equipment, pre-

amps, efc.

e Suitable for single phase half wave, full wave centre tapped (261 series only), full wave
bridge or voltage doubler circuits.

e Economical “bracket” or “Type X" mounting. (See p. 4 and 5 details.)
e Convenient 6.3 or 12.6 volt filament/ auxiliary winding.

Cat. Secondary Filament Core Mtg. Dimensions Wt.
No. Va. Volts DC mAY Volts Amps Size Type A B C D E Lb.

261 Cé6 13.5 250CT 25 6.3 1.0 3 x Y4 BRKT 34 1% 2 2%y — i
€261 E6 21 250 CT 50 6.3 1.0 V¥ BRKT 333, 2V 2% 3V — 1V2
€261 G6 42 250CT 100 6.3 2.0 1x1 BRKT 4 2, 2% 3% — 2
261 M6* 70 215 125 6.3 4.0 1V x 1Va OpenVert. 2%, 2% 3% 2 2 4

262 B6 4 120 15 6.3 0.3 % x 98 BRKT 2, 17 1% 2% — 8
262 B12 6 120 15 12.6 0.3 Y x 98 BRKT 2%, 17 1% 2% — s
262 D6 9 120 30 6.3 0.9 3 x %4 BRKT 3a 2 2 2%, — 1
262D12 9 120 30 12.6 0.45 Y% x4 BRKT Va2 2 2%y — 1
262 E6 14 120 50 6.3 1.2 Yax1 BRKT 3a 2 2 2% — 1Va
262 E12 14 120 50 12.6 0.6 ¥ x 1 BRKT Va2 2 2%, — 14
262 F6 19 120 75 6.3 1.5 V! BRKT 3% 2Va 2%, 3V8 — 1V
262 F12 19 120 75 12.6 0.75 7B x7s BRKT 3% 2V 2%, 3V — 12
262 G6 25 120 100 6.3 2.1 1x1 "X 258 2% 3% 2% 1% 22
262 G12 25 120 100 12.6 1.0 1x1 X" 25 2% 3% 2V 1% 22
262 )6 34 120 150 6.3 2.5 1x1V2 "X 255 3% 3V 2V 2Va 3Va
262 L6 43 120 200 6.3 3.0 1x2 "X 25 3% 3% 2V 2% 32
262112 43 120 200 12.6 1.5 1x2 X 255 3% 3% 2V 2% 3V2
262 P6 68 120 300 6.3 5.0 1Vax1Va "X/ 3% 3% 3% 2V2 2V 4Y/2
262 R6 110 120 500 6.3 8.0 1Va x2 X 3% 4% 3% 22 3 6V2

LOAD PRI LOAD LOADhSv E Hs v E& e i
i R —

SWALF Wave. FULL WAVE BRIDGE FULL WAVE DOUBLER
* For replacement of power transformers in European radios. (Supersedes previous number 89662). ¢ New Products
/ Current measured at output of full wave bridge circuit (half wave and full wave doubler rectifier circuits yield only half

this secondary current).
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" [HAMMOND
LOW PROFILE EPOXY CAST
POWER TRANSFORMERS
® low profile and light weight for printed circuit mounting

with minimum card spacing.
® Primaries designed for 115 volt operation.
® Epoxy cast to withstand shock and severe environments.
® 226 & 227 pin mounted on 0.1 standard grid, 228 is insert

mounted with p.c. pins, also on 0.1 grid.
® Laminations in the horizontal plane parallel to p.c. board.
® [ow magnetic radiation.

ON SPECIAL ORDER

— Other voltage combinations or physical configurations
available.

— Open versions with leads or pins.

RIMA
RY

P

Cat. Secondary RMS Temp. Reg.
No. VA Hz Volts Amps Rise °C %

226 SERIES
4226 D 1 60 10/20 0.1/0.05 25 20
4226 F 1 60 15/30 0.067/0.034 25 20
226 H 1 60 20/40 0.05/0.025 25 20
4226 N 20 400 10/20 2.0/1.0 35 7.5
4226 P 20 400 13/26 1.54/0.77 35 7.5
€226 R 20 400 15/30 1.33/0.67 35 7.5
€226 T 20 400 20/40 1.0/0.5 35 7.5

227 SERIES
4227 D 5 60 10/20 0.5/0.25 25 20
€227 F 5 60 15/30 0.34/0.17 25 20
4227 H 5 60 20/40 0.25/0.125 25 20
4227 N 40 400 10/20 4.0/2.0 45 6
4227 P 40 400 13/26 3.08/1.54 45 6
€227 R 40 400 15/30 2.66/1.33 45 6
227 T 40 400 20/40 2.0/1.0 45 6

228 SERIES
228D 10 60 10/20 1.0/0.5 20 10
4228 F 10 60 15/30 0.67/0.34 20 10
4228 H 10 60 20/40 0.5/0.25 20 10

N
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SECON
DARY

POWER TRANSFORMERS

]
DIMENSIONS and WEIGHTS

Type 226
3.5 oz

0.78"” High

-+ .4] .4 4l

Type 228 T
14.5 oz

1.20” High 258

6-32
INSERTS

o000

162

I
N
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POWER-FILAMENT TRANSFORMER LEAD COLOR CODE —EIA of Canada Standard CRS-31

BLACK

Pri.

BLACK

Pri.
tapped

BLACK-RED

BLACK-YELLOW HV. Sec.
& Rect.Fil.

RED

RED - YELLOW

RED

YELLOW

Other

£LLOW - BLUE ¥BYELLOW

Filaments

GREEN

GREEN-YELLOW

GREEN

BROWN

BROWN-YELLOW

BROWN

GRAY

GRAY-YELLOW

GRAY

NOTE — These lead colors are used on HAMMOND Power and Filament Transformers although other colors may be added or
substituted when necessary. .

* This appears yellow-black after impregnation.

4 New Product

Special designs of these series produced quickly to your specifications.



POWER
TRANSFORMERS HAMMOND
X MOUNTED” SERIES — 115 Voit, 60 Heriz operation

e Convenient 4 hole, above chassis "X Mtg.” (See p. 5 details.)
e Conservative designs are C.S.A. approved. “LR 3902"
e Flexible leads 6" to 8" long. @ Variety of adaptable ratings.
e Alternate Z mounting available — see next page.
® Dimension tolerance X"

@ Other voltage & current combinations on special order.
Cat. Secondary DC Fil. No. 1 Fil. No. 2 Core Dimensions Wt.
No. VA R.M.S. Volts mAt Rectifier Heater Size A B C E Lb.

263 AX 25 100-0-100 100 50v.,2a. —_ 1x1 212 2% 3 2% 134 2V
263 CX 78 180-0-180 250 50v.,3ac¢ —— 1Yax1Va 3% 3% 3% 22 2V2 52
269 AX 35 125-0-125 100 —_— 6.3v.,20a. 1x1 21 25 3 2Vs 1% 22
269 BX 40 150-0-150 75 _— 6.3v.,20a. 1x1 22 25 3 2V 134 2Va
269 EX 38 190-0-190 65 —_ © 6.3v.,25a. 1x1 2v2 2% 3 2% 1% 212
269 GX 37 225.0-225 65 _ 63v.,25a. 1x1 22 2% 3 2V 134 212
269 JX 4 250-0-250 60 —_— 63v.,25a 1x1 2V2 2% 3 2Vs 1% 2V2
270X 42 240-0-240 40 50v.,2a. 63v.,1.5a 1x1 , 2V, 2% 3 2% 1% 22
270 AX 42 240-0-240 50 —_ 63v.,25a 1x1 - 2V 2% 3 2% 134 22
270 BX 51 275-0-275 50 50v.,2a. 63v., 20a. 1x1V2 2% 3V 3 2Ve 2Va 3Va
270CX 50 275-0-275 65 63v.,06a 63v,25a. 1x1V2 2V, 3V 3 2V 2Va 34
270DX 71 275-0-275 90 50v.,2a. 6.3v.,3.0a. 1Va x 1Va 3% 3% 3%, 2V2 2Va 42
270 EX 88 275-0-275 125 50v.,3a. 6.3v.,4.0a. 1Wax1Va 3V 3% 3% 22 2V2 52
270 FX 101 275-0-275 150 5.0v.,3a 63v.,50ac 1Vax1% 3V 4ve 3%, 2V2 2% 6
270 HX 130 275-0-275 200 5.0v.,3a.ct 63v.,60a.ct 1Vax2Va 3V 4% 3% 22 3V2 8
271X 55 280-0-280 60 50v.,2a. 63v.,20a.c 1Vsx1Ve 2%, 3V 34y 2Va 2Us 32
272X 70 310-0-310 70 50v.,2a. 63v.,24a. 1Va x 1Va 3% 3% 3%, 2V2 2Va 42
272 BX 86 300-0-300 100 50v. 2a. 6.3v.,30a. 1Vax1Ve 3V 37 3%, 2V2 2V2 51
272 DX 103 300-0-300 125 5.0v., 3a. 6.3v., 4.0a. 1Va x 134 3ve 4V 3%, 2V2 2% 6
272 FX 120 300-0-300 150 50v.,3ac 63v,50ac 1Vax2V2 3 4% 3%, 2V2 32 8
272 HX 152 300-0-300 200 50v. 3a.ct 63v,60ac 1Vax1V2 3% AVa 4% 3 2%s 8
272 JX 195 300-0-300 250 5.0v.,4a.ct 63v,80a.ct 1V/2x2 3% 4% 4%, 3 2%, 10V2
273X 95 350-0-350 110 50v.2a. 63v.,40a.c 1Vax2 3% 4% 3% 22 3 7
273 BX 133 350-0-350 175 5.0v., 3 a. 63v.,50ac 1v%x2% 3V 5 3%, 22 38 8%
274 X 115 375-0-375 110 50v., 3a. 63v.,50ac 1V2x 1Va 3% 4 4%, 3 2% 7
274 BX 160 375-0-375 175 50v.,3a.ct 63v.,60ac 1V2x1% 3% 4V 4%y 3 2 834
275X 135 400-0-400 135 50v. 3a.ct 63v,50ac 1/2x1% 3% 4V 4%s 3 2'%s 8%
276 X 120 300-0-300 150 50v.,3a.c 63v,50ac 1V2x] Va 334 4 4%, 3 2% 7
278 X 185 400-0-400 200 50v. 3a.ct 63v,60act 12 x 2 3% 4% 4%, 3 21545 102

4278 CX 341 400-0-400 465 —_— 63v.,60ac 1v2x3% 3% 6Va 4%, 3 43 16
279 X 137 425-0-425 150 5.0v. 3a. 63v.,50ac 1Vax1la 3% 4 4%, 3 2¥s 7
282 X 195 500-0-500 200 5.0v.,3a.ct 63v,60ac 1V2x2V2 3% 5va 4% 3 3%4s 12

t D.C. mA measured with capacitor input filter.

H. V. OSCILLOSCOPE TRANSFORMERS — 115 v. 60 Hertz operation
e H.V. secondary supplies up to 10 ma D.C. after rectifier.
e 2.5V filament and separate 6.3 volt CRT filament windings.

33KN 2W e High voltage and filament end of secondary and 6.3 V winding have
insulated leads or porcelain insulated terminal.

5 0T oI ;:\é e Primary, ground end of H.V. secondary have solder. |ug' terminals.
Vv = fiat. Sec\./Rl.:V\.S. v F‘il. NAo. 1 VFill. Nc/)\. 2 A Dlmer;slons c \fi;
? 3V o. olts olts - Amps olts - Amps .

214 800 2.5-1.75 6.3—0.6 354 3¥ 3V 3%
215 1500 25—-1.75 6.3—-0.6 3% 3% 3% 4l
216 3000 2.5—-1.75 6.3—-0.6 4%, 3 4 102

VERTICAL OUTPUT TRANSFORMERS - Vertical Bracket Mounting — See page 4 for details.
. Cat. No. Application Turns Ratio Pri. Z or Ind. Pri. DC ohms Sec. DC ohms Mtg. Cts. Wht. Lb.

A 91 F Vert. Blocking Osc. 1:4.2 1.5H 215 1100 2 0.3
. { 91K Gen. Purpose Vertical Output 11:1 17,000 ohms 975 114 2% 1

91 R Universal Vertical Output 18 different ratios 4.5:1 to 40.7:1 38 1.5
B ®> (Sheets with each unit give ratio data to duplicate performance of original part in most Canadian TV sets.)

Special designs of these series produced quickly to your specifications.

L



| HAMMON DI 'I'RANSFOROMERS
"Z MOUNTED” SERIES — 115 Volt, 60 Hertz operation

® Convenient 4 hole above chassis Z Mtg., see p. 5 for details.

® Conservative designs are CSA approved “LR 3902",

® Flexible leads 8 to 10 inches long.

_® Drawn and formed steel case — baked black semi-gloss finish.

Cat. Pri. Secondary DC Fil. No. 1 Fil. No. 2 Core Dimensions Wt.
No. VA R.M.S. Volts mAt Rectifier Heater Size A B C D E Lb.

268 Z 25 200-0-200 35 _ 78 x 7 58 2%, 258 * 178 134
269 AZ 35 125-0-125 100 _ 1x1 22 2% * 2%, 2V2
269 BZ 40 150-0-150 75 ——— 1x1 2> 25 * 2%, 2V

2
3
3

269 EZ 38 190-0-190 65 - 3 2V2 2% * 2% 22
269GZ 37 225-0-225 65 —_— Ix1 3 22 2% * 2% 2V

3

3
3
3

~
 

~
 

~
<~

 
o

~

269JZ 41 250-0-250 60 —_— 22 2% * 2Xs 2V
270Z 42 240-0-240 50 50v.,2a. 22 2% * 2%5 22
270 AZ 42 240-0-240 50 ——— 2V2 2% % 2%, 22
270BZ 51 275-0-275 50 50v,2a V2 22 3V ¥ 2% 3Va
270CZ 50 275-0-275 65 6.3v.,0.6a. V2 3 22 3¥8 * 2% 3V4
270DZ 71 275-0-275 90 50v.,2a. x1va 3% 3% 3% 3% 22 412
270 EZ 88 275-0-275 125 50v.,3a. 1WaxtVa 3% 3% 3% 3V 202 5V
270 FZ 101 275-0-275 150 50v.,3a. e 1Vax1% 3% 3V 3% 3% 212 6
270 HZ 130 275-0-275 200 50v. 3a.ct e 1ax2V2 3% 3% 44, 3V 2V 8
271 Z 55 280-0-280 60 50v.,2a. 1Vex1¥s 3% 2%, 3¥s 2%, 2Va 3V2
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2727 70 310-0-310 70 50v.,2a , 1Vax1Va 3% 3% 3% 3 2V2 4>
272 BZ 86 300-0-300 100 50v.,2a , 1Va x 12 3% 3% 3%; 3V 212 5V
272 DZ 103 300-0-300 125 50v., 3a , 1Va x 134 3% 3V 3%, 3V 212 6
272 FZ 120 300-0-300 150 50v., 3a.ct , et 1Vax2V2 3% 3V 4%, 3V 2V 8

‘ 272 HZ 152 300-0-300 200 5.0v.,3a.ct , ¢t 1Vax1Va 42 334 4V 3% 3 8
272)Z 195 300-0-300 250 50v.,4a.ct , ¢ 1V2x2 4V 334 4% 3% 3 102
2731 95 350-0-350 110 50v.,2a. , c 1Vax2 3% 3V 4¥3; 3 212 7
273 BZ 133 350-0-350 175 5.0v., 3a. , et 1Vax25% 3% 3V 4%; 3V 2V 834
2747 115 375-0-375 110 50v., 3a. , et 1Vax1Va 42 334 4 3% 3 7
274 BZ 160 375-0-375 175 50v.,3a.ct , ¢ 1V2x134 42 3% 4v2 3% 3 834
2757 135 400-0-400 135 50v.,3a.ct , ¢t 1Vax 13 42 3% 4Y2 3% 3 834
276 Z 120 300-0-300 150 50v., 3a.ct , et 1Vax1Va 4V, 3% 4 3% 3 7
278 Z 185 400-0-400 200 50v.,3a.ct , et 1Vax2 4Yo 3% 4% 3% 3 1012
279 2 137 425-0-425 150 50v., 3a. , ot 1Vax1la 42 334 4 3% 3 7
* Two hole mounting. The E dimension is midway along side A.
T D.C. mA measured with capacitor input filter.

R. F. CHOKES ¢ low loss ceramic or powdered iron forms @ Tolerance = 10% on inductance and resistance.
Cat. D.C. Induct D.C.Res. No. Form Wit. . ‘
No. MA MH ohms Pies Type Length Oz. i ; } / [

] ,

1500 125 1.0 120 1 Powdered % V4 ! = =1501 75 10 470 2 Powdered 7 V2 'l' * ! * g =
-
e

1502 500 .007 1.3 Layer Ceramic 1V2 Va 5

1503 50 25 220 2 Powdered % Va !
1504 125 2.5 44.0 4 Ceramic 12 Va1505 250 23 120 4 Coramic 1va 34 10 11 s 1ses o 1ses o ases 10
1506 250 1.6 120 4 Ceramic 12 V2 ' a - o
1508 500 .035 3.1 Layer Ceramic 3 1.3 ~ =l 2
1509 600 1.0 6.0 5 Ceramic 3 2 — : E
1510 400 4.4 12.0 5 Ceramic 3 3 P—
1511 600 40 110 5 Ceramic 3 22 — v =i 1512 1000 32 45 5 Ceramic 3 5 , 3, “° @

#1515 500 0.25 3.8 Layer Ceramic 4 8 i .7 ¥t e S . C
®1518 750 0.1 1.2 Layer Ceramic 4 8 1508 1509 1510 1511 1512 1515, 1518
€1521 1000 0.09 0.68 Layer Ceramic 4 8 & 1521

® New Product. These new heavy duty type R.F. chokes are suitable for use in linear amplifiers or other transmitter appli-
cations. Wound on 1” dia. ceramic forms with stand-off insulators and 4-20 mounting bolt.



HAMMOND
PLATE TRANSFORMERS — Primary 115 Volts, 50/60 Hz

~ AT For OEM or Amateur power supply applications.
Type X 4-hole mounting, black semi-gloss baked enamel, mtg. A (See p. 5 details).
Above 1000 v, secondary leads through rubber bushings, mitg. B.

e Conservative designs are CSA approved “LR 3902".
: Cat. Secondary D.C. Volts D.C. mA Core Mtg. Dimensions Wt.

No. A.C. Volts Choke Input CCS ICAS Size Type A B C D E Lb

J 710 375-0-375 300 300 450 1Veax1Va A 3% 4% 42 3 24 7.2
712 425-0-425 350 300 450 1V2x1% A 3% 4% 42 3 2% 8.8

Fig. A 714 5100510 400 170 250 1Vax1% A 3% 4% 42 3 22 77
715 510-0-510 400 300 450 1V2x1% A 3% 4% 42 3 2% 9
717 510-0-510 400 500 750 2x1% A 5 54 6V 4%, 3Va 17.7
718 625-0-625 500 200 300 1V2x1V2 A 3% 4% 4V2 3 2> 8
720 625-0-625 500 300 450 1v2x2% A 3% 5% 4V2 3 3% 13
722 625-0-625 500 500 750 2x1% A 5 54 6Y2 4%, 3V 177
724 750-0-750 625 200 300 1/2x2% A 3% 5% 42 3 3% 12
726 890-0-890 750 175 260 1%2x2% A 3% 5/ 4% 3 3% 12
728 1000-0-1000 850 150 225 112x2% B 3% 5% 42 3 3% 12
732 1250-0-1250 1000 200 300 2x 13 B 5 5Va 6V 4%, 3V 17.7
733 1250-0-1250 1000 300 450 2x2%2 B 5 6 62 4% 4 24
735 1500-0-1500 1250 250 375 2x2V2 B 5 6 62 4%, 4 24
737 1500-0-1500 1250 400 600 2x3V2 B 5 7 62 4%y 5 28.5
738 1750-0-1750 1500 250 375 2x3 B 5 6% 6V2 4Y, 42 27

Fig. B 739 1750-0-1750 1500 400 600 2x 4 B 5 7% 6V2 4%, 5V2 347

PLATE TRANSFORMERS
e Rugged 4 hole, “Type R” mounting — ceramic HV Terminals L

(See p. 5 details). Ve
Conservative CSA approved designs “LR 3902". n:ll
OEM or Amateur application. o o]
Each secondary tapped at 70% and with the tapped primary,
6 output voltages are possible.

S ¢)
' PRI. SEC.e Two pie construction for close voltage, resistance and

capacity balance (except 768).

Cat. Secondary Max. D.C. mA D.C. Volts Output Pri. Amps Core Dimensions Wt.
No. A.C. Volts (Max.) CCS ICAS Choke Input Max. Size A B C D E tb

Primary 115 Volts, 50/60 Hz

777 1740-0-1740 500 750 1500, 1350, 1200, 1050, 945, 840 87 2V2x4 6% 104 8 5% 5% 57
779 1740-0-1740 1000 1500 1500, 1350, 1200, 1050, 945, 840 16.0 3x4V2 72 12 9Va 6V2 62 87
784 2320-0-2320 500 750 2000, 1800, 1600, 1400, 1260, 1120 12.0 3x 3 7V2 10V2 9% 6V2 5 65
788 2880-0-2880 500 750 2500, 2250, 2000, 1750, 1570, 1400 15.0 3 x Va2 72 11 9va 6V2 5Y%2 72
793 3450-0-3450 300 450 3000, 2700, 2400, 2100, 1880, 1680 10.8 3 x 2% 7V2 10Va 9V2 62 4% 6]
795 3450-0-3450 500 750 3000, 2700, 2400, 2100, 1880, 1680 18.0 3 x4 72 11V2 9V2 62 6 80

Primary 230 Volts, 50/60 Hz

789 2880-0-2880 500 750 2500, 2250, 2000, 1750, 1570, 1400 7.5 3x3Y2 7%z 11 92 62 52 72
796 3450-0-3450 500 750 3000, 2700, 2400, 2100, 1880, 1680 9.0 3 x 4 72 11V2 9V2 6V2 6 80

Primary 230 Volts, 50/60 Hz — For solid state full-wave bridge rectifier circuits.
€768 2550-3400 750 1000 3000, 2750, 2500, 2250, 2000, 1750 15.0 4x3 10 92 14 9 5 140

Plate transformers for full wave voltage doubler rectifier circuits, for use in single sideband transmitters or linear amplifiers
are available on special order.

If we do not list a suitable stock plate transformer, send us yours specifications.



.\
| HAMMOND
OPEN BRACKET

No. Induc. Current Dimensions Wt.
Henrys Ma. D.C. B C D E Lb.

153 E 7.0 25 34 e 1% — .1
153 H 2.2 50 34 ¥ 1% — N
153 1L 0.9 75 34 s 1% — A
153 M 0.6 100 34 3 1% — .1
154 E 20 20 1 1¥; 1% — .25
154G 9 40 e ¥, 134 — .25
154 H 4 50 Ve 1%, 1% — .25
154 M 2 100 18 1¥s 1% — .25
155 C 60 8 1Va 13 2 — .3
155G 7 40 1Va 13% 2 — .3
155 H 5 50 1Va 138 2 — .3
1551) 15 30 1Vva 138 2 — 3
156 C 150 8 1%, 1% 2% — 5
156 G 9 40 15 1% 2% — .5
156 L 5 75 1%, 1% 2% — .5
156 M 3 100 1%, 1% 2% — .5
156 R 1.5 200 1%, 1% 2% -— .5
157 G 30 40 1% 1%, 2%, — 1
157 ) 10 65 15 1%, 2%, — 1
157 L 14 75 1% 1% 2%, — 1
157 M 8 100 1% 1%, 2%, — 1
157 Q 3.5 150 1% 1%, 2%, — 1
157 R 2 200 ] 5/8 1 1516 2]3/16 - ]
158 L 15 75 17 1'%, 2%, — 1.25
158 M 10 100 17 1'%, 2% — 1.25
158 Q 5 150 17 1%, 2% — 1.25
158 R 2 200 17 1%, 2%, — 1.25

*1588S 1.5 250 17 1%, 2%, — 1.50
€158 T 1.0 300 17 1'%, 2%, -— 1.50

159 M 15 100 2Va 2% 3%, — 2.25
159 P 10 125 2Va 2% 3%, — 2.25
159 Q 7 150 2Va 2% 3%y — 2.25
159 S 4 225 2Vva 258 3%, — 2.25
159 T 2.5 300 2Va 258 3%, — 2.25
159V 1.5 500 2Va 25 3%, — 2.25
159Y 0.6 750 2Va 2% 3%, — 2.25

HIGH CURRENT BRACKET MOUNTED CHOKES — See page 28 for higher ratings.
1558 6 mH 2000 1va 13 2 — 3
156 B 1.5mH 5000 1%, 1% 2% — 5
157D 1 mH 10000 1% 1%, 2%, -— 1
159 ZA 300 mH 1000 4 2% 2% 3%, — 2.50
159 ZC 60 mH 2000 4 2% 2% 3%, — 2.50

*159 ZE 28 mH 3000 4 2% 258 3% — 2.75
*159ZG 15mH 4000 4 2V4 2% 3% — 2.75
*1597) 10mH 5000 4 2V 258 3%, — 2.75
®159 ZL 2.5mH 10000 4 2V 2% 3%, — 2.75

SHIELDED TYPE X _

193 B 12 100 25% 3% 2V 1% 2.5
193 C 20 100 3% 38 2V 2V4 3.25
193D 8 150 38 3V 2V 2Va 3.25
193 G 10 150 3% 3%, 212 2 4.25
193 H 5 200 2% 3V 2V 134 2.5
1931J 10 200 3% 3%, 22 2V 5.5
193 K 2.6 300 3% 3% 2% 2Va 3.25
1931 5 300 3% 3%, 2V2 2V2 55
193 M 10 300 4% 4%, 3 3 10.5
193 P 5 500 5 4%, 3 3Vva 10.75
193 Q 10 500 5V 6%, 4% 32 21
193 R 3 1000 3% 3%, 22 2Va 4.5
193 S 1.0 1000 4%a 4%, 3 22 8
1937 .05 2000 2% 3V 2W 134 2.5
193 U .2 2000 4% 3%, 2V2 3 6
193V 15 3000 4% 4%, 3 3 9

REACTORS or
FILTER CHOKES

Open Bracket Mounting

CORE SIZES
153 Series—V4 x Va
154 Series—38 x 38
155 Series—V2 x V2
156 Series—58 x 98
157 Series—%4 x 34
158 Series—34 x 1
159 Series—1 x 1
Economical “open bracket”
or “Type X" mounting.
(See p. 4 & 5 details.)
Coils are vacuum varnish
impregnated for long life.
Leads 4” to 10” long.
Tolerance = 15% on in-
ductance and resistance.
Units will exhibit less in-
ductance at slightly higher
currents or more at lower
currents,
Inductances are measured
with rated DC current flow-
ing.

Series 153, 154 and 155
available with pin leads for
printed circuit mounting, re-
fer to the factory.
All dimensions in inches
=+ Uy", except “B” which is
maximum.

® New Product

Type X Mounting
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FILTER CHOKES
REACTORS
REACTORS — HEAVY CURRENT —0.5 to 100 Millihenry — 5 to 100 Amps.

For OEM or replacement use in D.C. power supplies, battery chargers, etc.
e Economical open core & coil, 4 slot mounting, for inside other enclosures (see p. 5 details).
® Connections made to leads or copper tabs with holes. ® Test voltage 2500 V.
® See bracket mounted high current chokes p. 27.

Cat. Inductance Current Resis. INS Dimensions Wt.
No. Millihenries D.C. Amps. Ohms cL A B+ C D E Slot Lb.

195 B150 0.5 150 .0018 B 7V2 534 6Va 6 412 38 x % 38
195 €20 1.0 20 013 A 3 2Va 22 2% 2 He x Hs 2.5
195 C30 1.0 30 .009 A 334 3 3Vs 2% 212 % x K 5
195 C50 1.0 50 .005 A 41> 5% 334 334 4V4 He x V2 13
195 C75 1.0 75 .0045 A 6 62 5 5 VAV K x V2 21
195 C100 1.0 100 .0036 B 6 534 5 5 5% Hs x Va2 26
195 E20 2.5 20 .025 A 3% 2V 3% 27 2% Ty x Ks 5.7
195 E30 2.5 30 .01 A 4y, AV 3% 3% 32 Hsx V2 11
195 E50 2.5 50 .008 A 6 5% 5 5 47/ e x Va2 26
195 E75 2.5 75 .008 B 72 6 6Va 6 434 38 x 40
195 E100 2.5 100 .006 B 9 8 7V2 7 6 Hs x Y 75
195 G10 5 10 .042 A 33, 2% 38 278 24 %2 X K 4.2
195 G20 5 20 .03 A 42 4 3% 3% 3V M x Va 9.3
195 G30 5 30 .023 A 6 4% 5 5 378 s x Va2 19
195 G50 5 50 .021 B 7V2 534 6Va 6 42 3% x B 38
195 G75 5 75 .01 B 9 8% 7V 7 634 Ko x % 87
195J10 10 10 .07 A 3% 3% 3% 27 3 %2 x Ks 6.7
195 J20 10 20 .053 A 6 42 5 5 3% e x V2 17
195 J30 10 30 .037 A 6 7 5 5 578 e x V2 36
195 J50 10 50 .023 B 9 8la V2 7 6Va U x ¥4 79
195 M10 20 10 13 A 42 414 3% 3% 312 He x V2 10
195 M20 20 20 .075 A 6 6% 5 5 578 Hex V2 o 34
195 M30 20 ’ 30 .045 B 7V2 7V2 6V4 6 6Va 38 x 54 55
195 P5 30 5 .23 A 3%, 2V 3% 27 2% Y x Ke 5.7
195 P10 30 10 .16 A 42 52 334 3% 4% He x Va2 15
195 P20 30 20 .13 B 72 52 6V4 6 44 3% x 8 - 35
195 R10 50 10 .185 A 6 5Va 5 5 4348 My x V2 23
195 R20 50 20 A3 B 9 7% 72 7 534 Uo x ¥a 72
19515 100 5 52 A 41/ 5 334 3% 4Va e x V2 13
195 T10 100 10 .42 B 72 52 64 6 44 3B x 9B - 35

+B dimension is approximate maximum over coil or copper tabs.

CHOKES - HIGH VOLTAGE FILTER AND SWINGING
e Sturdy formed steel case with black semi-gloss enamel finish.
e Four convenient V4 x 20 mounting screws top and bottom on B, C,H, T &V; % x 18 mounting screws on D, F, G, J,W&Y.
e Terminals are 17 diameter, 12" high porcelain insulators on 1V2" centres.
® Tolerances are = 15% on inductance and == 10% on resistance measured at 23° C.

Cat. Henrys at Henrys at 10% Current Res. Max. Optg. Mounting Wit.
No. Rated MA Rated MA DC MA Ohms Peak Volts Case Dimensions Dimensions Lb.

196 B 10 — 200 82 4000 3Wgx 4¥;x 4 H 3x3% 7Y%
196 C 8.7 —_ 300 63 4000 43 x 53¢ x 4V2 H 35% x 42 13Va
196 D 9.1 — 500 54 4000 5% x 6% x5V H 47 x 57 24
196 F 9.6 - 750 29 5000 534 x 634 x 8V H 47 x5% 35
196 G 9.4 - 1000 26 5000 7x8Vax7V2H 6V x7% 54
196 H 5.0 —_ 500 26 4000 4% x 55 x 54 H 3% x4V2 15
196 5.0 - 1000 16 5000 534 x 634 x7V2 H 47% x 578 36
196 T 4.6 21.4 200 82 5000 3, x 43sx 4 H 3x3% 7%
196 V 4.15 23.4 300 63 . 5000 4% x 53 x 4V2 H 358 x 412 13V2
196 W 3.4 27.0 500 54 5000 534 x 634 x 52 H A7 x 578 24
196 Y 3.5 240 750 29 6000 534 x 6% x 82 H 47 x 57 35

NOTE — Inductances are measured with rated DC current flowing.

Special designs of this series produced quickly to your specifications.



SPECIAL TRANSFORMER DATA
HAMMOND MINIATURE INDUCTORS

MINIATURE INDUCTORS
® Vacuum epoxy cast for stability.
® Constructed to pass MIL environmental specifications.

Low profile and pin mounted for P.C. applications.
® Pin diameter 0.032",

621 SERIES
inductance Nominal Freq. D.C.

Cat. No. =+ 2% mH Q kHz Resistance &= 20%

€621 G 1.0 40 50 2.0
621 2.2 40 45 4.5 — T
6211 47 38 40 8.2 ?_?E 044
621 N 10.0 38 30 20.0 e N Y 2
%621 Q 22.0 36 35 45.0 050 o 025k—

622 SERIES
Inductance : Nominal Freq. . D.C.

Cat. No. + 2% mH Q kHz Resistance = 10% ]

622 S 47 65 16 27 T T
622 U 100 64 15 49 050 072

*622 W 220 60 13 122 b |
*622Y 470 54 10 . 218

050 o041622 ZA 1000 : 45 8 400 : "; ‘+— "
Units produced on larger cores are available vacuum varnished with leads. : .
Intermediate higher and lower values can be produced on special order.

SPECIAL TRANSFORMER & INDUCTOR DATA
If your requirements call for special voltages, extra taps, unusual mounting methods or a non-standard frequency, ask
your authorized distributor or send us your specifications. Our sales, engineering and manufacturing facilities are geared
to give you fast service.

TO ASSURE PROMPT SERVICE ON YOUR SPECIAL DEVICES

P Audi VPLEASE SPECIFY THE FOLLOWING DATA . ower__ Awdo
1. Quantity to be ordered ... X X X X
2. Description or function — rectifier, filament, input, output, etc. .................... X X X : X
3. Power capacity — total volt amperes or watts (audio)................ccooiiin X — X —
4. Primary Parameters — a. Voltage and taps if required ....................... b X - X —

b. Frequency — 25, 50, 60, 400 Hz etc. .................... X — - X X
c. Impedance or inductance ... - henrys ohms henrys
d. Current — total or max. unbalance .................... — mA mA mA

5. Secondary parameters —a. Voltage and taps if required ............................ X - - -
b. Current rms amps. .........ccooiiiiiiinii X — -
¢. DCif rectified —See note ... X — - -
d. Impedance ... — — ohms -

6. Specify the frequency range over which response is to be within 1 db
of the mid-band level ... . - - X ; —

7. Q (Quality factor) minimum, specify frequency...................coo — — - X
8. Duty cycle — Continuous or minutes ON and minutes OFF......................... X X — —
9. Mounting style —See p. 4dand 5 ... UUTRURTIURR X X X X

NOTES — For rectifier transformers, specify type of circuit (Bridge, Full Wave, C.T., Half Wave, Doubler, etc.) and whether
capacitor or choke input filter.

4 New Product
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CONVERTER-INVERTER
TRANSFORMERS

N

0 +

Filter as req'd
C=500uF

R, — 680, 10W
R. = 560 0, 2W

R, = May be req'd

|
"

D.C
. 

OUTP
IHT

to limit peak
diode current

(3 0 per 100 V)
T, = 507 or 509 Series

CIRCUIT A

Filter as req'd
C — 500 xF

Ry, R: =330, 10W
*Ry — 560 O, 2W

R. = May be req’d

D.C
. 

INP
UT

Be 
OUTP

UT to limit peak
diode current

{30 per 100V}
T, = 507 or 509 Series

CIRCUIT B
+

RD-YE [IR * Rg2 1 |l k
f3 ' VEL 4 +§

Cy VEL-BL Rs | Re c.—r? c 25 SRy ’é
4 BRN L 3 ‘[CAT .

3 T :Q
5 a

Ty BL R +
4 Cg IC5 R . 6 157 S

e, JVVT -
—4 DC.INPUT {4+ Ry

T,=511Eor511G R, R, =1000,5W C; =20 uF, 600V
T, =51 For5IIH R, =5600, IW € = 20 4 F, 400V
Ri, R, = 1.60, 1I0W Re, Ry = 560K 0, 2W €, C; =40 » F, 400V

*R, — 3300, 2W Rio— 100K Q,05W C, C, — 10 4 F, 150V
Re=1Ko, W C, =500, F

CIRCUIT H

7
-3 F--1Cp
1R,

T, =513CEorG

R 1 T, =513D,ForH
3 3 Ry, R, = 1.6 0, 10W

c R, = 3300, 2W
12 C3 . — 500 4 F

/Cy = 0.01 uF
4 {May be req'd for starting)
5 3 €, =0.05t0.1 F

400 volts
T T, 5

R2

-4+ DC. INPUT o+ CIRCUIT N

*Value of resistor may vary between 200 and 560
ohms for reliable starting under inductive load
or low temperature, Choose fransistors with VCE
minimum of twice DC input voltage = 10%
and Ic sufficient for input current.

Switching and Main
“Power Pair”

HAMMOND
DC TO DC CONVERTER - TOROIDAL TRANSFORMERS
® Epoxy cast toroidal transformer (See p. 5 details).
e One hole mounting. .

e Square loop alloy cores with bifilar windings deliver clean square wave output.
® Produce highly efficient DC to DC converter units.
® The outputs of similar power supplies may be series or parallel connected.
® Typical Circuits A & B.

Cat. DC Input DC Output 1 Approx. Oper. Wt.
No. Volts Amps Volts mA Freq. Hz Dia. Ht. Lb.

507 F 12.6 7.0 250/125 210 1500 2Ws 13 0.4
507 K 12.6 7.0 300/150 170 1500 2Xs 138 0.4
507 M 12.6 7.0 350/175 150 1500 2Us 134 0.4
509 F 12.6 11.0 250/125 400 850 2% 1% 1.0
509 K 12.6 11.0 300/150 335 850 2% 135 1.0
509 N 12.6 11.0 375/187 270 850 2% 1% 1.0
509 P 126 11.0 450/225 220 850 2%, 1%, 1.0
509 R 12.6 11.0 500/250 200 850 2% 1'% 1.0
509 T 12.6 11.0 600/300 165 850 2% 1'%, 1.0

NOTES — Special units designed for 25.2 or 28V are available, order similar t
509 P except for a D.C. input of 28 volts.

t This is the total mA output from a typical power supply. Lo

DC TO DC CONVERTER - SWITCHING AND MAIN TRANSFORMERS
® For efficient, quiet, high power DC to DC conversion.
® Epoxy cast toroid switching transformer (See p. 5 details).
e Square loop alloy core — bifilar wound — delivers clean square wave switching

signal, at approximately 200 Hz.
e Main transformer is open vertical mounting (See p. 5 details).
e Typical Circuit H.

511 E “Switching” Toroid 12.6 V. D.C. Dia. 2}, Ht. 134", used with 511 F,
Wt. 0.4 |b.

511 F “Main” Trans 380 VA., Dim. 3% x 4% x 412" H, Wt. 10.5 Ib.
Bias Wdg. 100 V @ 50 mA.
Power Wdg. #1 280 V Tapped at 250 V @ 400 mA D.C.
Power Wdg. #2 425 V Tapped at 375 V @ 400 mA D.C.
Wdgs. #1 & #2 in series will deliver 625, 655, 675, or 705 V @ 400 mA.
#511 G “Switching” Toroid 12.6 V. D.C., Dia. 2){5", Ht. 138" used with 511 H,

wt. 0.4 lb.
®511 H “Main” Trans. 275 VA. Dim. 3% x 4% x 42" H, Wt. 10.5 Ib.
Bias Wdg. 100 V @ 60 mA.
Power Wdg. #1 300 V Tapped at 250 V. @ 500 mA D.C.
Power Wdg. #2 475 V Tapped at 450 V @ 300 mA D.C.
Wdgs. #1 & #2 in series will deliver 700, 725, 750 or 775 V @ 300 mA D.C. and
will simultaneously supply 300 or 250 volts at 200 mA D.C.

DC TO AC INVERTER — SWITCHING AND MAIN — POWER PAIRS
® For inverter power supplies with 12 V DC input and 115 V 60 hertz AC square

wave output. Regulation approx. 10%.
® Compact open vertical bracket (See p. 4 details) for the switching transformer,

and vertical H mounting (See p. 5 details) for the “Main” transformer.
e Typical Circuit N.

Cat. Input OQutput Mtg. Wt.
No. Function DC Amps VA Overall Dimensions Cts. Lb.

513 C Switching — — 2 x 1Va x 13 H 134 0.25
513D Main 6.5 60 22 x3x3H 2x2V2 3.5
513E Switching - - W x 1Va x 14 H 1% 0.25
513F Main 11.0 100 3 x 32 x3% H 2V x2¥% 6.0
513G Switching — — 236 x 1% x 13 H 2 0.30
513H Main 20.0 200 2% x 5x 42 H 2% x 4 13.0

NOTE — Tolerance on output voltage and frequency = 7% at rated input voltage
and load. .

To minimize switching harmonic radiation, a suitable hash filter should be used
between the D.C. source and the converter or inverter (See transistor manufactur-
er’s manual).

¢ New Product Ask for bulletin 507.



PULSE & TRIGGER
TRANSFORMERSHAMMOND

PULSE TRANSFORMERS

® Available in 3 different mounting types.

® Rise fimes and insulation suitable for use in SCR firing circuits.

® Special types up to 100KV and high powers available on
special order.

610 SERIES 611 SERIES 612 SERIES

610 SERIES — Epoxy cast with printed circuit pins. ® Weighs only 0.5 oz. ,

® These may be produced to MIL-T-27 on request. 4 45 :

ircui D.C.R , ’ 50—}+.34+ m'su;,'i 50—+ 47— 4Circuit -C. Res (Q) Insulation 1.8 | "- :
Cat No. Ratio Volts (max.) I‘p Rp Rg, Rga test (rms volts) . DR ¥ AR -~ '

45 .30 L 45 _23 : -
*610 A 1:1 250 52mH 34 39 —— 1000 S I B 4 ;
4610B 1:1:1 250 48mH 2.1 1.85 2.3 1000 610 A 610B i

611 SERIES — Open bracket frame with printed circuit pins on 0.1 grid.

Circuit Lp D.C. Res. (Q) Insulation
Cat. No, Ratio Volts (max.) mH Rp Re1 Raa test (rms volts) Wt. oz.

611 A 1:1 125 8.6 045 055 -— 1000 0.7
®11B 1:1:1 125 172 126 1.0 1.53 1000 0.7
611 C 1:1 250 56 3.31 446 — 1500 1.2
®611D 1:1:1 250 17 1.73 1.31 2.12 1500 1.2

612 SERIES — Open horizontal bracket mounting with 4" flexible leads.

Circuit Ly D.C. Res. (Q)) Insulation
Cat. No. Ratio Volts(max.) mH Rp Rsy Rsz test{rms volts) Wt. oz.

%6126 1:1 600 6.6 087 087 - 4000 8.0
®612H 1:1:1 600 1.5 0.45 0.42 0.49 4000 8.0

NOTE — 610 A is replacement for old part #84287 and 610 B for #70303.
612G &H

N

TRIGGER TRANSFORMERS Step Up Typical Pri. Min. D.C.
® Open cylindrical construction with bare leads, Cat No. 0”2‘3"' ;:::1: Cap:;”or Sffifiggi E‘grhfflfifiyfif
® Requires switching circuit to trigger primary.
® Used to trigger a capacitive discharge in an 4616 B 4 1:35 0.5 120 . 3.2

electronic photo flash or strobe tube. 616 E 10 1:50 1.0 200 20.0
® For further application details, ask for Bulletin 616. og166 15 1:60 1.0 250 30.0
® Weighs only 1.0 oz.

SPECIAL PULSE TRANSFORMERS — how to specify *
Primary voltage (peak) and source impedance (if known). ~ 0
Secondary voltage (peak) and load impedance. I—OVERSHO T [ DROOP
Duration of pulse and allowable droop percentage. bkt
Rise time, if important (when the ratio of duration to rise time
specified exceeds approx. 10:1 cost may increase.)
Repetition rate.
Type of mounting — epoxy cast with P.C. pins, open with P.C.
pins, leads or terminals.

o
 

rwbd
—

%
 V

OLTAG
E

Td = pulse duration
Tr = rise time
Tf = fall time

Pulse transformer dynamic parameters* Blocking oscillator transformer characteristics depend greatly
on circuitry, and it may be necessary to test a prototype unit
in the actual circuit before a final design can be obtained.

¢ New Product



EDUCATION-DEMONSTRATION
TRANSFORMERS

240 120

25 SERIES N e For electrical experiments in Technical High Schools. 208
® Conservative 300 and 1000VA, 240 volt, 60 hertz designs 20

with split secondary.

e Schematic diagram displayed on top of transformer. o 120

® Type 25C and 25 F are open core and coil models with TYPE 25C
protective top terminal panels and convenient plastic 240 120
binding posts for fast experimental connections. 208 86:6%

e Type 25B is supplied in a Type E metal enclosure in 120
which access to screw terminals is through a primary and
secondary side cover. Leads may be brought out through 10

TYPE 258 side knock-outs. o.m,E 25“‘;20
e Students may demonstrate series, parallel or autotransformer (buck-boost)

connections.

e By using two or three units, classes may experiment with three phase combi-
nations including star, delta, open delta and scott-T connections.

Cat. Primary Secondary Ship. Wt.
No. Volts Taps Volts Taps Lb.

25 B 240 10, 120, 208 120/240 86.6% 20
25C 240 120, 208 120/240 nil 50
25F 240 10, 120, 208 120/240 86.6% 50

NOTE — The 86.6% tap is 86.6% of the two 120V secondary windings in series
TYPE 25 CAF (208V) or 88 volts of one 120V winding.

RESEARCH AND EDUCATIONAL APPARATUS
HAMMOND supplies various types of transformers for educational demonstration and experimentation in trade and high
schools. Both multiple tap devices as illustrated or transformers that can be completely dismantled can be supplied. Special
coils and transformers for research projects are also produced to university specifications. Specific inquiries are invited.

26 SERIES ® Compact designs of core and coils may be assembled in classes
by students to demonstrate transformer principles.

e Various coil combinations are possible—may be quickly changed
in class.

e Primary coil may be placed inside any of the secondary coils
and then on opposite leg of core to demonstrate leakage induc-
tance, phase angle, etc.

e Clamping of core with thumb screws allows variations in core
gap hence exciting current. )

® Rugged 8-32 screw terminals on all coils.
® Each coil is plainly marked for turns, voltage and current.

Ship

Cat. No. Description Turns Voltage Current Wt. Lb.

€26 B Core Assembly — — — 3.5
26D Secondary 12007 240V 0.5A 1.5
26 F Primary 600T 120V 1.0A 1.5
26 G Secondary 3007 60V 2.0A 1.5
426 K Secondary 1507 30V 4.0A 1.5
*26 M Secondary 75T 15V 8.0A 1.5

WHAT IS A TRANSFORMER ?
Fundamental principles of transformers — how they work — how they’re made — how they're used — are explained in
an eight page introductory brochure entitled “WHAT 1S A TRANSFORMER?". It is available free from your HAMMOND
distributor or the HAMMOND factory.

¢ New Product




