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There are 21,500,000 radio receivers now in service.

Many of these sets become defective every year. It is the
job of the service man to select and install new parts to
replace the defective units in these receivers. Because the
Kenyon Transformer Co., Inc. has for years built transformer
and reactor units for many of the leading manufacturers of
radio receivers, it is in an excellent position to offer depend-
able transformer and reactor replacements.

The components listed in this catalog are the result of
careful design based on complete practical knowledge of
radio receiver requirements. Since they represent thor-
oughly satisfactory performance at a low price, they have
found numerous applications in public address, amateur
radio, and other branches of the field.

The 20 replacement power units included in this line will
service 90% of the receivers now in use. Any dealer or
service man who stocks one of each of these transformers
will be in a position to repair the power unit of most any
receiver or amplifier. A dependable installation is insured
by a varnish-vacuum impregnation process which protects
the coils against adverse climatic conditions. All power
transformers are constructed with an electrostatic shield
between the primary and secondaries.

The 70 audio components included in this replacement
" group will service the audio channels of all radio receivers

now in use. These units are all double-dipped in a pene-
trating high dielectric wax. The coils of the audio trans-
formers and all reactors, as well as the power transformer
coils are machine wound to insure uniformity and accuracy.
All raw materials used are carefully selected and periodi-
cally checked in our laboratories.

Every precaution has been taken in the conception, the
design, and the production of these units o make them as
dependable as the Kenyon insignia which they bear.

KENYON TRANSFORMER CO., Inc.
840 BARRY STREET, NEW YORK, N. Y.

Copyright May 1935, Kenyon Transformer Co., Inc.
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POWER TRANSFORMERS
HALF SHELL TYPE, (FIG. 4)

Type High Voltage Filament DIMENSIONS List
Number Secondary Secondaries Base Mounting Price

K-40M 640 v. C.T., 40 M.A. S fi:g: 2%x8 - 2 x2% $2.25

K-40 650 v. C.T., 40 M.A. B ol e AT 336x2ih 214 x213 $2.25

K-54 670 v. C.T., 50 ML.A. SR G 334213 234x24} $2.75

‘K-54-Y 670 v. C.T., 50 M.A. RO g fmg: 3%x21} 234x213 $2.75

K-54X 70(1 v. G.T., 50 M.A. 52 Vo Bashme: $%x2l3 214x24% $3.00
2.5 V. C.T. 1.75 Amp. v Pl

K-67 700 v. G.T., 75 MA. RS 334x8% 254x3%% $3.25

K-67-Y 700 v. C.T., 75 M.A. SevEr 3 A 334x3% 2%4x3% $3.50
6.3V.CT. 3 Amp. .

K-67-X 700 v. C.T., 76 M.A. i 5e Ve 3 fi’,:fi: 3%x314 214x3% $3.50
== 25 V.CT. 3 Amp. s

K-87 650 v. C.T., 100 M.A. B 3%x3% 234%3% $4.00
5.0 Volts 3 Amp.

K-87—Y 650 v. C.T., 100 M.A. g:g 3: 8:;2 fi fig;’; 334x3% 214x3% $4_25

K-87-X 650 v. C.T., 100 M.A. g.'g xdct:"r 1% mgf 334x3% 234x314 $4 25
25V.CT. 8 Amp. ; .

K-90 750 v. C.T., 100 M.A. 58 g?x&_. i fiflfifi 334x3%4 234x3% $4 50
2.5 V. O.T. 12 Amp. ) :

K-90-Y 750 v. C.T., 100 M.A. SSVeGT. 3 Amn 334x334 274x3% $4.50
6.3V.CT. 4 Amp. d

K-92 800 v. C.T., 115 M.A. SEvoom 5 Ame: 456x3% 334x3 $5.75
255 V. CT. 12 Amp. ¢

K-A3 850 v. C.T., 165 M.A. 58 o & fif.l.‘}l: 456x3% 334x3 $8.00
2.5 V. C.T. 14 Amp. 5

K_59 1000 v. C.T., 150 M.A. 25.'3 37%3'1‘. :é 225: 456x3% 834x8 $9 50
2.5 V. C.T. 10 Amp. g

UNIVERSAL MOUNTING TYPE, (FIG. 5)

e ———

Type High Voltage Filament Overall MOUNTING DIMENSIONS > Lt
Number Sccondary Secondaries Dimensions Short Side Long Side Price

5.0 Volts Amp.
KR-1 owov.cT, 125MA 2 5 Volts Amp. ByfxastxE U o 2ANUG to 276 17 o 2AIT to 33 $5.25

76 D,

Voris Amp.
It AKR-2 ssov.cr, ssMA. ver. AP gyixBixeZ 1k to 2hx % to 256 1A to 24x1¥ to 3% $3.75

: V. T Amp.

Volis AKR-3 ov.cm, 6omaA. VoG, Armp. G % (o 2% 14 to 24x1% to 3% $3.75
Vi G Amp.

:I’olés (A&mp.

KR-4 ss0v.cm, ssMA. Yok e 2ix 3 to 236 14 to 28x1% ta 84 $3.75
V. T Amp.
V. GT. Aob,

KR-5 1100v. o1, 150 M.A. v fi;‘r};,’; 334x134 to 276 334 to 85x1% to 3% $9.00
V.G, Arb,

All power transformers are supplied with 115 Volt 50/60 cycles primaries unless otherwise specified.
For 230 volt, 60 cycles primary, add 25% to list price.
Tor 115 volt, 25 cycles primary, add 60% to list price.
For 230 volt, 25 cycles primary, add 100% to list price,




